> Black Box Corporation  |IIMISII05 55001050010 00na 


<L The World’s Source for Connectivity“ MAY 1997 


WN 
PC455-WiN 


5250 Emulation Software for Windows 


TL LLG LL EE ESRD LLL ASS SRE CR LS SETS SESS SRT) EVSESL RSG SORT DER CS A ES SE LE 
CUSTOMER To order or for technical support: Call (412) 746-5500 or fax (412) 746-0746 
SUPPORT Technical support and fax orders 24 hours a day, 7 daysa week 
INFORMATION Phone orders 24 hours, 8 A.M. Monday to midnight Friday; Saturday 8 to 4 (Eastern) 
Mail order: Black Box Corporation, P.O. Box 12800, Pittsburgh, PA 15241 


5250 Emulation Software for Windows 


5250 EMULATION SOFTWARE FOR WINDOWS 


FEDERAL COMMUNICATIONS COMMISSION 
AND 
CANADIAN DEPARTMENT OF COMMUNICATIONS | 
RADIO FREQUENCY INTERFERENCE STATEMENTS 


This equipment generates, uses, and can radiate radio frequency energy 
and if not installed and used properly, that is, in strict accordance with the 
manufacturer’s instructions, may cause interference to radio 
communication. It has been tested and found to comply with the limits for 
a Class A computing device in accordance with the specifications in Subpart 
J of Part 15 of FCC rules, which are designed to provide reasonable 
protection against such interference when the equipment is operated in a 
commercial environment. Operation of this equipment in a residential area 
is likely to cause interference, in which case the user at his own expense will 
be required to take whatever measures may be necessary to correct the 
interference. - 


Changes or modifications not expressly approved by the party responsible 
for compliance could void the user’s authority to operate the equipment. 


This digital apparatus does not exceed the Class A limits for radio noise emission from 
digital apparatus set out in the Radio Interference Regulation of the Canadian 
Department of Communications. | a 


Le présent appareil numérique n’émet pas de bruits radioélectriques dépassant les 
limites applicables aux appareils numériques de } 7 

classe A prescrites dans le Réglement sur le brouillage radioélectrique publié par le 
ministére des Communications du Canada. 
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NORMAS OFICIALES MEXICANAS (NOM) 
ELECTRICAL SAFETY STATEMENT 


INSTRUCCIONES DE SEGURIDAD 


. Todas las instrucciones de seguridad y operacién deberan ser lefdas 


antes de que el aparato eléctrico sea operado. 


. Las instrucciones de seguridad y operacién deberdan ser guardadas 


para referencia futura. 


. Todas las advertencias en el aparato eléctrico y en sus instrucciones de 


operacién deben ser respetadas. 


. Todas las instrucciones de operacién y uso deben ser seguidas. 


. El aparato eléctrico no debera ser usado cerca del agua—por ejemplo, 


cerca de la tina de bajo, lavabo, sdtano mojado o cerca de una alberca, 
etc.. 


. El aparato eléctrico debe ser usado inicamente con carritos 0 


pedestales que sean recomendados por el fabricante. 


. El aparato eléctrico debe ser montado a la pared 0 al techo sdlo como 


sea recomendado por el fabricante. 


. Servicio—El usuario no debe intentar dar servicio al equipo eléctrico 


mas alla a lo descrito en las instrucciones de operacién. Todo otro 


_ servicio debera ser referido a personal de servicio calificado. 


. El aparato eléctrico debe ser situado de tal manera que su posici6n no 


interfiera su uso. La colocacién del aparato eléctrico sobre una cama, 
sofa, alfombra o superficie similar puede bloquea la ventilacién, no se 
debe colocar en libreros o gabinetes que impidan el flujo de aire por los 
orificios de ventilacién. 


El equipo eléctrico deber ser situado fuera del alcance de fuentes de 
calor como radiadores, registros de calor, estufas u otros aparatos 
(incluyendo amplificadores) que producen calor. 
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Fl aparato eléctrico debera ser connectado a una fuente de poder sdlo 
del tipo descrito en el instructivo de operacié6n, 0 como se indique en el 
aparato. 


Precaucién debe ser tomada de tal manera que la tierra fisica y la 
polarizacién del equipo no sea eliminada. 


Los cables de la fuente de poder deben ser guiados de tal manera que 
no sean pisados ni pellizcados por objetos colocados sobre o contra 
ellos, poniendo particular atencién a los contactos y receptaculos donde 
salen del aparato. 


El equipo eléctrico debe ser limpiado inicamente de acuerdo a las 
recomendaciones del fabricante. 


En caso de existir, una antena externa deberd ser localizada lejos de las 
lineas de energia. 


El cable de corriente debera ser desconectado del cuando el equipo no 
sea usado por un largo periodo de tiempo. 


Cuidado debe ser tomado de tal manera que objectos liquidos no sean 
derramados sobre la cubierta u orificios de ventilacién. 


Servicio por personal calificado debera ser provisto cuando: 


A: El cable de poder o el contacto ha sido danado; u 


B: Objectos han cafdo o liquido ha sido derramado dentro del 
aparato; o 


C: El aparato ha sido expuesto a la lluvia; o 


D: El aparato parece no operar normalmente o muestra un cambio en 
su desempenio; o | 


E: El aparato ha sido tirado o su cubierta ha sido dafiada. 


European Community Compliance Statement 


Products bearing the CE mark are in conformity with the protection 
requirements of EC Council Directives 72/23/EEC, and 89/336/EEC on the 
approximation of the laws of the Member States relating to: Standard 
EN60950 (Safety of Information Technology Equipment); Standard 
EN50082-1 (Generic Immunity Standard for Residential, Commercial, and 
Light Industrial Products); and Standard EN55022 (Limits and Methods of 
Measurement of Radio Interference from Information Technology 
Equipment). 


TRADEMARKS USED IN THIS MANUAL 

AS/400, DisplayWrite, IBM, Micro Channel, OS/400, PC/AT, and PS/2 are 
registered trademarks, and OfficeVision/400 and PC/XT are trademarks, of 
International Business Machines Corporation. 


Motorola is a registered trademark of Microsoft Corporation. 


Microsoft, MS-DOS, and Windows are registered trademarks of Microsoft 
Corporation. 


Hewlett-Packard, HP, and LaserJet are registered trademarks of Hewlett- 
Packard. 


All applied-for and registered trademarks are the property of their 
respective owners. 
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Preface 


This guide includes instructions for installing the 5250 Emulation Software 
for Windows on a 5250 Half Card Emulator (PC455C-R2) or a 5250 
EconoCard MC (PC364C). Also included are instructions on how to install 
the Cards. 


The 5250 Half Card Emulator and 5250 Emulation Software for Windows 
allow IBM (or compatible) PCs to be connected to a System/36, /38, or 
AS/400. During an active session with the host, the 5250 Emulation 
Software and 5250 Half Card Emulator allow a PC to act asa display 
station, and the attached PC printer acts as a system printer. It’s like having | 
several display stations and printers all on one desktop. 


This manual will guide you through a step-by-step installation procedure. 
Once it’s installed, the Emulation Software and 5250 Half Card Emulator | 
work without further operator intervention. This manual is divided into © 
the following sections: 


Quick Setup (Chapter 2)—Use this section to get started right away if 
you re an experienced user. 


Introduction (Chapter 3)—Provides an overview of the software. 


Hardware Installation (Chapter 4)—Explains the simple installation 
process of the hardware for the 5250 Half Card Emulator. 


Software Installation (Chapter 5)—Explains the software installation ane 
the required setup options. 


Configuration (Chapter 6)—Explains how to configure the software. 


Display (Chapter 7)—Provides a detailed overview of the display session 
and advanced features of the PC455-WIN screen. 


Printing (Chapter 8)—Provides a detailed overview of laser and dot- 
matrix printers and how they emulate the IBM 3812, 5219, and 4214 
printers. 


Utilities (Chapter 9)—Provides a detailed overview of the Utility 


including, screen attributes, keyboard customization, and installation 
settings. 


o 


CAUTION 


The 5250 Half Card Emulator is static-sensitive. 


Take precautions as you would with any static-sensitive device. Be aware 
that some work surroundings (such as carpet, floor mats, dry air from 
winter heating, etc.) can cause static buildup. To prevent a static 
discharge, touch a grounded surface (such as an exposed twinax 
connector on a cable attached to the host) before handling the card. Do 
not touch components on the card. Handle the card by the edges only. 
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Host Systems: 


Controller Systems: 
Display Emulations: 


Printer Emulations: 


Minimum Configuration: 


Maximum Configuration: 


Memory Required: 


Interface: 
Indicator: 


Operating Temperature: 
Storage Temperature: 


Relative Humidity: 


Specifications 


IBM? System/36, System/38 and AS/400° 


IBM 5251-12, 5294, 5394, 5494, and 
compatible controllers 


IBM 5251-11, 5291, 5292-1, 3179-1, 3196, 
3197C, 3197D, 3180 


IBM 5224/5225, 5256, 4210, 4214 (APF and 
BGU), 3812 SCS and 5219 


One display 


Seven sessions (supports maximum of one 
printer) _ 


32K upper memory block 

Microprocessor: Motorola® 68B09. Application 
Specific Integrated Circuit © 1987-1993 
Sherwood Digital Electronics Corp. 
Programmed Devices © 1987-1993 Sherwood 
Digital Electronics Corp. 


9-pin connector with auto-terminating twinax 
V-connector for connection to host 


Line-sync indicator on rear bracket indicates 
communication with host 


32 to 113°F (0 to 45°C) 
-29 to +158°F (-30 to +70°C) 


10 to 95%, noncondensing 


re 


CHAPTER 1: Specifications 


Heat Generation: 4.5 W maximum 


Board Size: PC455C-R2: 4"W x 6"H (10.2 x 15.2 cm); 
PC364C: 3.25"W x 12.25"H (8.26 x 31.1 cm) 
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2. Quick Setup 


The 5250 Emulation Software for Windows is designed for simple 
installation and easy use. Installation requires very few steps; however, if 
this Quick Setup Guide does not contain enough information, please refer 
to the rest of this manual for detailed installation and configuration 
instructions. 


NOTE 


Complete this section only if the 5250 Half Card Emulator has not been 
installed. | 


2.1 Installing the 5250 Half Card Emulator 


The following is an outline of the installation steps for either the PC455C- 
R2 or PC364C. Complete only those steps that are applicable: 


1. For Micro Channel users: Boot from the IBM Reference Diskette and 
select the option to merge an option diskette. Use the PC455-WIN 
diskette as the option disk. 

. All users: Power off the PC and all attached peripherals. 


. All users: Remove the PC cover, and find an empty expansion slot. 


. All users: Carefully insert the PC455C-R2 into the expansion slot. 


Ovo AB O89 PO 


. Micro Channel users: Boot with the IBM Reference Diskette and answer 
Yes to Auto Configuration. 


6. All users: Replace the PC cover. 
7. All users: Connect the twinax cable to the PC455C-R2. 


8. All users: Connect the power cord to the PC and monitor, then turn on 
the PC. 


9. All users: Verify the cable addresses. 


s—————________——— 
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10.All users: Install the PC455-WIN software. 
11. All users: Configure the PC455C-R2 software. 


12. All users: Start emulation. 


2.2 Installing the PC455-WIN Software Under Windows® 3.1/3.11 
An installation diskette has been included with the hardware. 


NOTE 


If the hard drive is not C: or the floppy drive is not A:, replace the correct 
values for C: or A:. | 


The PC455C-R2 must be installed in the PC before continuing. 
1. Start Windows. 
2. Insert the PC455-WIN software diskette 1 into drive A:. In the Program 
Manager, select File, then select Run. Type SETUP.EXE, and click on 
OK. 


3. After all files are copied, remove the diskette and store it in a safe place. 


2.3 Installing the PC455-WIN Under Windows 95 
1. Insert diskette 1 of 3 into the floppy drive. 


2. Click on the Start button. 


3. Click Run and type A:SETUP.EXE, and click on OK. 


2.4 Starting Emulation 


To begin emulation, double-click on the display or printer icon. 


2.5 Ending Emulation 


From the sign-on screen, select Exit. 


5250 EMULATION SOFTWARE FOR WINDOWS 


3. Introduction 


The PC455-WIN allows an IBM or compatible PC with a PC455C-R2 or 
PC364C emulator to be connected to an IBM System/36, System/38, or 
AS/400. 


The PC455-WIN software can be configured with the following features: — 


Sessions supported: 7 

Display emulation supported: 3180, 3196, 3197C, 3197D, 
5251-11, 5291, 5292/3179 

Printer emulation supported: 3812, 4214, 5219, 5224, 5225, 
5256 

132-column capability: Yes 

Macros: Yes 

Hot spots: Yes 

Tool Bar: Yes 

Printer control screen: Yes 

Windows print manager: Yes 

Command Pass-Thru: Yes 

Computer Output Reduction (COR): Yes 

Auto print orientation (APO): Yes 


3.1 PC Requirements 
In order to use the PC455-WIN Software, these systems are required: 


e IBM PC, PC/XT™, PC/AT®, or compatible, IBM PS/2® model 25, 30, or 
80386, or a 386 or 486 personal computer with a PC455C-R2 emulator 
card | 


e IBM PS/2 Model 50 or higher (Micro Channel® bus) with a 
5250 EconoCard MC (PC364C) 


¢ Floppy drive 
¢ DOS version 3.3 or higher 


o 
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¢ Microsoft® Windows version 3.1 or higher 
¢ 3 MB of disk space 
¢ RAM: 4 MB 


3.2 Unpacking 


When the product is received, check the package for water or shipping 
damage. If any damage is evident, contact the carrier immediately. The 
shipping package should contain: 


¢ PC455-WIN software diskette(s)—3 each 
e This user’s guide 


If hardware was purchased, the package will also contain: 


e A PC455C-R2 or PC364C Emulator Card 


e Auto-terminate twinax V-connector 


Keep the original packaging in case the product must be reshipped. 
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4. Hardware Installation 


NOTE . 


Only complete this section if the PC455C-R2 or PC364C Emulator Card 
was purchased with this package or needs to be installed. 


CAUTION! 


The Emulator Card is static-sensitive. 


Take precautions as you would with any static-sensitive device. Be aware 
that some work surroundings (such as carpet, floor mats, dry air from 
winter heating, etc.) can cause static buildup. To prevent a static discharge, 
touch a grounded surface (such as an exposed twinax connector on a cable 
attached to the host) before handling the card. Do not touch components 
on the card. Handle the card by the edges only. 


4.1 Installing the PC455C-R2 or PC364C Emulator Cards | 


Follow these instructions to install the PC455C-R2 or PC364C into a PC. 
Complete only those steps that are applicable: 


1. Micro Channel PC (PS/2 50 and higher) users only: 
NOTE 


Always use the same copy of the IBM Reference Diskette. If another 
diskette is used, drivers for other cards may be lost. 


a. Power off the PC and insert the backup copy of the IBM 
Reference Diskette. Power on the PC. 


b. When the IBM Main Menu appears, select Merge an 
Option Diskette. 


c. Follow the instructions on the screen using the PC364C 


diskette (not the PC455-WIN diskette 1) as the option 
diskette. 


Sarna emen 
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d. Exit the program and power off the PC. 

e. Continue the installation using Step 2. 

. All users: Power off the PC and other devices attached to the PC. 
. All users: Lift the monitor off the PC and set it aside. 


. All users: Follow the PC user’s guide for removing the PC cover. Set the 
cover aside, and save the screws for reassembly. 


. All users: Locate an empty expansion slot in the PC. Remove the 
expansion-slot cover. Save the screw to hold the card in place. 


. All users: Discharge static electricity from your body by touching a 
grounded surface, such as the PC chassis. Then remove the card from 
the anti-static bag. The power cord must be connected to the PC; 
otherwise, the PC chassis will not be grounded. 


. All users: Hold the card by its edges (do not touch the components or 
circuitry), and insert the card into the expansion slot. See Figure 4-1, 
on the next page. 


. All users: Press the card into the PC motherboard socket connector. 


. All users: Align the slot on the bracket with the expansion slot cover 
hole. To align, gently lift or press down on the end opposite the bracket 
and connector until properly aligned. If the slot is not | aidan aligned, 
the card will not seat correctly in the bus of the PC, and the card will 
not function properly. — 
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Figure 4-1. Inserting the Card. 


10. All users: Insert and tighten the screw. Replace and fasten the PC cover. 
Replace the monitor. 


11. Micro Channel users: Boot the PC from the IBM Reference Diskette. If 
a 165 error appears, repeat Step 1. If asked to auto-configure, answer 
Yes. Exit the program and reboot. 

12. All users: Replace the cover and monitor. 


13. All users: Reattach the cables. 
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4.2 Connecting the PC455C-R2 or PC364C Cards to the Host 


To connect the PC455C-R2 or PC364C to the host system: 

1. Attach the host twinax cable to either one of the twinax connectors. The 
twinax V-connector automatically terminates when attaching one cable 
and automatically cables through when attaching two cables. 


2. Locate the 9-pin connector on the PC455C-R2 or PC364C at the back 
panel of the PC. 


3. Attach the V-connector and tighten the two mounting screws to secure 
the connection. 


4. Power up the PC and other devices. 


5. Software Installation 


This chapter tells you how to install the PC455-WIN software, and 
configure it to be used with Windows. Complete only the steps needed. 


5.1 Creating Backup Diskettes 


Before beginning the software installation, make a backup copy of the 
PC455-WIN software diskettes, using the following steps. 


NOTE 


If the hard drive is not C: or the floppy drive is not A:, replace the correct 
values for C: or A:. 


1. From DOS, type Diskcopy A: A: and follow the prompt. Do this for all 
three diskettes. 


2. Store the original disks in a safe place. 


5.2 Installing the PC455-WIN Software Under Windows 3.1/3.11 
NOTE 


If the hard drive is not C: and/or the floppy drive is not A:, = the 
correct values for C: and/or A:. 


Follow these simple steps to install the PC455-WIN software in Windows: 
1. Make sure Windows is running. 
2. Insert diskette 1 of 3 into the floppy drive. 


3. From the Program Manager, select File then, select Run. Insert the 
diskette into drive A:. 


4. Type A:\SETUP.EXE 
5. Click on OK. 
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5.3 Installing the PC455-WIN Software Under Windows 95 
1. Insert diskette 1 of 3 into the floppy drive. 


2. Click the Start button. 
3. Click on Run and type A:\SETUP.EXE and click on OK. 


This will start the PC455-WIN software installation procedure. While in 
Installation, press Next to continue to the next screen, Back to back up one 
screen, and Cancel to exit the installation utility. 


Banner—No input is required on this screen, since it is an information 
screen. When OK is clicked or the Enter key is pressed, the installation will 
continue. If you do not want to install this software, press CANCEL. When 
the BACK button is available, you will be returned to the previous screen. 


Licensee—Enter the name of the company or person legally responsible for 
the software license. Most software is licensed by companies. The name will 
be used if a call is placed to Black Box Technical Support. 


Serial Number—There is a nine-digit serial number printed on the first 
installation diskette or the outside of the box. Enter the number in this 
field. If there is no serial number, call Technical Support. The serial 
number will be used for any warranty issues that may arise. 


- Diskette drive—The software must be installed from a floppy diskette. 
Select the drive containing the Installation diskette. Use the space key to 
toggle between selections. | 


Directory—Enter the drive and directory where the software files are to be 
copied. Support will be easier if the default is used. Use the format of 
DRIVE:\Directory. For example: C:\BBEMUL 


NOTE 


Long file or directory names are not supported. Only the DOS 8.3 naming 
convention is supported. 


Adapter Address—This is the memory-address location where the 
PC455C-R2 communicates with the PC. This address must not conflict with 
any other device in the PC. The default is D000, which will work with most 
installations. If this address conflicts with any other device(s), then set the 
memory address to a free location. This can also be changed in “Utilities” 
after the software is installed. 
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PC Support Yes or No—If IBM PC Support/400 or Client Access/400 for 
DOS has been installed on this PC and you wish to use it with this emulator 
card select USE. If you are connecting to any other system than the AS/400, 
have not installed PC Support/400 or Client Access/400 for DOS, or you are 
not going to use PC Support/400 or Client Access/400 for DOS, then select 
NOT USED. Use the space key to toggle between the selections. 


NOTE 


If you are going to use the Client Access/400 for Windows, see Section 
5.4. 


PC Support Path—The installation needs to know what file is 
executed to start PC Support/400 or Client Access/400 for DOS and 
where the file is located. ‘The IBM default is shown 
(C:\PCS\STARTPCS.BAT). Change this only if you are using a 
different file or have loaded the software into a different directory. 


Summary—Verify the information located in the upper left box is correct. 
If changes are needed, select BACK to go to the appropriate input screen 
and make the correction. This information will be permanently saved when 
OK is pressed. 


Copy Screen—The files will be copied to the drive and directory you 
selected. Press OK to continue. 


Edit Config.Sys Screen—Memory managers use the same address space as 
the emulator card. In the CONFIG.SYS file, the memory manager can be 
told not to use an area. For most memory managers, use an EXCLUDE 
statement X=YYYY-ZZZZ. If this is not done, the emulator card may not 
work properly. The line should read: 


Device=C:\DIRECTORY\MEMORY MANAGER X=YYYY-ZZZZ 
Example: C:\DOS\EMM386.EXE X=D000-D7FF 


NOTE 


If you are not using the DOS EMM386 memory manager or QEMM, check 
the memory-manager program’s manual for instructions on eee 
memory. 


s————_—_—_———____— 
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ITEMS DEFAULTED DURING INSTALLATION 


Language—PC455-WIN supports 18 languages. The installation defaults to 
the same language that Windows is configured for. If this needs to be 
changed, use the utilities under System Settings. 


5.4 Installing Client Access/400 for Windows 3.1 or 3.11 Drivers 
NOTE 


If the hard drive is not C: or the floppy drive is not A:, replace the correct 
values for C: or A:. 


Follow these simple steps to install the Client Access/400 software in 
Windows: 


1. With Windows running, insert the Client Access/400 for Windows 
diskette (disk 3 of PC455-WIN) into drive A:. 


2. From the Program Manager, select File, then select Run. 
3. Type A:\INSTALL.EXE 
4. Click on OK. 


5. Follow the instructions on the screen. 
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6. Configuration 


This chapter contains instructions for configuring the system, display, and 
printer devices. 


6.1 System 


The host system must be configured for the device type to match the 
emulation type in the configuration. If the device is a PC Support/400 or 
Client Access/400, then the system must be configured as a 5150 Model 1 
for ISA Bus and Model 2 for a MCA Bus. 


6.2 Host 


Each twinax line has a total of seven physical addresses labeled 0 through 6. 
No two hardware devices can share the same address. Check with the 
System Administrator to get the addresses that are to be used. 


DEVICE TyPE | 
_ The device type is the host device to be emulated for each address. 


None— # %‘The emulation card will not use this host address. | 


Display— The emulator card will use this address to act as a display 
station. This session begins with a sign-on screen. 


Printer— The emulator card will use this address to act as a printer. 
This session begins with a printer control screen. The printer 
attached to your PC then becomes a system printer for the 
host. 


For the address desired, use the pull-down box to make the selection. 
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6.3 Emulation 


Each display and printer device must emulate a system device. The 
selection here must match the host’s system settings. Ask the System 
Administrator for the device type. 


The PC455-WIN can emulate IBM displays or printers. The devices 
available for a display are 5251 Model 11, 5291, 5292/3179, 3180, 3196, 
3197C, and 3197D. The devices available for printers are 5256 text, 5224, 
5225, 4214, 5219, and 3812. Use the pull-down box to select the desired 
emulation. 


When the configuration is complete, select Save and Exit from the file 
menu. 


If this is the first installation, the install will create a group called 5250 
EMULATION, which contains an icon for each host address configured, a 
Configuration icon to change addresses or device types, and a Utility icon. 


6.3.1 DISPLAY DEVICES 


3179-2—This is a seven-color display station. The colors are red, green, 
white, blue, yellow, turquoise, and pink. The display is 24 lines with 
80 characters each. 


3180—This is a monochrome display. ‘This device is used as the console for 
many systems. The display modes are 24 x 80 and 27 x 132. 


3196—This is a monochrome display equivalent to the 5291. The display 
mode is 24 x 80. 


3197-C—This is a color display station. Functionally, this is equivalent to 
the 3179-2. If you want a color display station, this is the best choice. The 
display mode is 24 x 80. 


3197-D—This is a monochrome display station. The display modes are 24 x 
80 and 27 x 132. If you want a 132-column display, this is the best choice. 


5251-11—This is an advanced-function monochrome display station, the 
most commonly used monochrome 80-column display station. The display 
mode is 24 x 80. 


5291—A monochrome display station. The display mode is 24 x 80. This 
performs the same functions as the 5251-11. 


—_______—___—. 
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5292-1—This is an advanced seven-color display station. ‘The display mode 
is 24 x 80. This model does not support business graphics. 


6.3.2 PRINTER DEVICES 


3812—This is a multi-function laser printer. This is the best selection for 
laser printers, as it has graphic capabilities and full font control. It supports 
the 3812-1 SCS printer data stream. It does not print IPDS data streams. 


4214—This is a multi-function dot-matrix printer. This is the best choice if 
you are using a dot-matrix printer. This will print BGU and APF graphics. 


5219—This is compatible with old PQ-HP emulation. The only time this 
should be selected is if you have been using a Black Box PQ-HP or PQ-HP 
(SM) printer-emulation product and you want to remain compatible. All 
laser printers should select 3812. 


5224—This is for dot-matrix printers. Only select this if you are replacing a 
5224 printer. 


5225—This is for dot-matrix printers. Only select this if you are replacing a 
5225 printer. 


5256—This is a basic dot-matrix printer. It does not support any advanced 
printer functions and is for high-throughput text-only printing. 


7. Display 


7.1 Starting Emulation on Windows 3.x 


To start emulation, double click on the printer icon. This will start the 
session and establish the connection to the host system. 


For WIN 95, click on the Start button. Go to Programs, then go to 5250 
Emulation. Click on the session you want to start. 


7.2 Windows Hotkey Sequences 


Use your standard Windows hotkeying to move between applications. 


Press and hold <Alt>, then press <Tab> to cycle through the active 
applications. Using <Alt> and <Esc> allows you to cycle through the 
active applications, but when an application is minimized, <Enter> must be 
pressed to activate the application. 


7.3 Mouse Control 


The right button of the mouse will move the cursor to the current mouse 
position. Double-clicking the left mouse button will execute a hot-spot 
function. For example, if you double-click on the number of a menu option, 
it will be executed. Hot spots are defined by F#. or any number followed by 
a period. When these are clicked on, the option will be executed at the 
cursor location. 


7.4 Menu Commands 


The following commands can be selected from the Windows menu bar. 


Commands that have a shortcut button show the button with the command. 
To select the command, use the mouse and click on the menu option. Then 
make the selection. If a shortcut button is shown, simply click on it. To 
select the option manually, use the Alt key then the arrow keys to make 
your selection. 


—_—__—_—__—_—_—,, 
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- EMWIN 5250 Emulation - ADDRESSX w]e 


File Edit Macros View Window Hel 


[File Edit Macros View Window Help 
eet ey 2 41 1213] 4]5 16] 7/8] 9 fol19}12]13/14/15] 


[For Help, press ALTA? |_| 1] ] [1 1 


File Menu Commands—The File menu offers the following commands: 


Print Screen Sends the current screen to the Windows default printer. 
This will open a print dialog box. 


Exit Ends the current emulation session, closes the window, 
and frees memory and resources. This has no effect on 
other sessions. 


Print Dialog Box—The following options allow you to specify how the 
screen image should be printed: 


Printer This is the active printer and printer connection. Choose 
the Setup option to change the printer and printer 
connection. 

Setup Me lays a Print Setup dialog box for selecting a printer 


nd printer connection. 


EE 
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Print Range This command is automatically selected for you. 


All This command is automatically selected for you. 
Selection This command is automatically selected for you. 
Pages This command is automatically selected for you. 
Copies Specify the number of copies to be printed. 


Collate Copies Prints copies in page-number order, instead of separated 
multiple copies of each page. 


Print Quality Select the print quality. Generally, lower-quality printing 
takes less time to produce. 


Print Setup Dialog Box—The following options allow you to select the 
destination printer and its connection. 


Printer Choose the Default Printer or choose the Specific Printer 
option and select one of the printers currently installed. 
You must install printers and configure ports using the 
Windows Control Panel. 


Orientation Choose Portrait or Landscape. 


Paper Size Select the size of paper on which the screen data is to be 
printed. , 


Paper Source Some printers offer multiple trays for different paper 
sources. Specify the tray here. 


Options Displays a dialog box where you can make additional 
choices about printing, specific to the type of printer you 
have selected. 


Network Choose this button to connect to a network printer, 
assigning it a new drive letter. 


—___—____—_—_—_—,, 
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7.5 Edit Menu Commands 
The Edit menu offers the following commands: 
Copy Use this command to copy selected data onto the 
clipboard. This command is not available if there is no 
ES data currently selected. Copying data to the clipboard 
replaces the contents previously stored there. 
Paste Use this command to insert a copy of the clipboard 
o contents at the insertion point. ‘The insertion point is the 
i current cursor position. ‘This command is not available if 
: the clipboard is empty. 


7.6 Macros Menu Commands 


The macros menu offers the following options: 
Play | Play back a macro. 
Start Record Begin recording keystrokes. 
End Record Stop recording keystrokes. 
User Buttons Assign a macro to a user button. 
Recorder Start Windows Recorder. 


User # Execute the macro assigned to a specific user button. 


Play Command—This command allows you to send a recorded keystroke 
macro to the host. When selected, this command queries for the name of 
the desired macro. 
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Open File Dialog—Use these options to specify the macro to play back. 


File Name 
Drives 
Directories 


Network 


Type the name of the desired macro. 
Select the drive where the macro is located. 
Select the directory where the macro is located. 


Choose this button to connect to a network location, 
assigning it a new drive letter. 


TIP 


Double-click on a file name in the list box to open the file. This will 
execute the macro immediately. 


Start Record Command—This command begins recording all keystrokes 
until the Macro End Record command is selected. This command will save 
up to 512 keystrokes. 


End Record Command—Use this command to stop recording keystrokes. 
When selected, this command will request a name for the macro and save 
the keystrokes using that name. (See also Save As Dialog Box.) 


Save As Dialog Box—The following options allow you to specify the name 
and location of the file you’re about to save: 


File Name 


Drives 


Directories 


Network 


Type the name of the macro. A file name can contain up 
to eight characters and an extension of up to three 
characters. The default and recommended extension is 
MAC. 


Select the drive in which you want to store the macro. 


Select the directory in which you want to store the macro. 
You should use the default path. 


Choose this button to connect to a network location, 
assigning it a new drive letter. 


User Buttons Command—Use this command to associate a previously 
recorded macro with the user-defineable pushbuttons on the tool bar. (See 
also User Push Button Dialog Box.) 
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User Push Button Dialog Box—Use this dialog to assign or change macros to 
the 16 user push buttons. The following functions are available. 


Add 1. Select the push button you would like to use. 
2. Press the ADD button (this will activate the file open 
dialog). 
3. Select the desired macro and press OK. 
Delete 1. Select the user button you would like to delete. 
2. Press the DELETE button. 
3. When all changes are made, press OK to accept the 
changes and exit the dialog box. 
Cancel Use this button to exit the dialog box and ignore all 
changes. 
OK Use this button to activate all changes and exit. 


Open File Dialog—Use these options to specify the macro you want to play 
back. 


File Name ‘Type the name of the desired macro. 
Drives Select the drive where the macro is located. 
Directories Select the directory where the macro is located. 


Network Choose this button to connect to a network location, 
assigning it a new drive letter. 


TIPS 


Double-click on a file name in the list box to open the file. This will 
execute the macro immediately. 


Recorder Command—Use this command to start the Windows Recorder 
utility. ‘This is a global recorder. If you are familiar with the Windows 
recorder, it will work with this emulation software. Please refer to your 
Windows documentation for information regarding the Windows Recorder 
utility. | 


User # Command—Use this command to execute (play) the macro assigned 
to the user button. 
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7.7 View Menu Commands 


The View menu offers the following commands: 


Font Select the font and font attributes for the display. 
Auto Size Turn the Auto Size feature on or off. 
Toolbar Display or hide the toolbar. 


Status Bar Display or hide the status bar. 
Block Cursor Select a block or bar cursor. 


View Font Command—Use the Font dialog box to select a font and its 
characteristics to use in the current session. 


Font—Use the Font dialog box to select a font and its characteristics to use 
in the current session. 


The Sample box shows the font in the selected style and size as it will 
appear in windows on your display. The following options are available: 


Font Select the desired font from the list displayed. The fonts 
E5250SM and E5250LG were specifically designed for 
this emulation. We strongly recommend using these 
fonts. 

Font Style Select the desired font style from the available choices. 


Size Select the desired character point size. 
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Auto Size—Use this command to enable or disable the Auto Size feature. 
The Auto Size function provides the following features. 


1. As the session window is resized, the font size is adjusted so the text 
will fit inside the new window. Vertical resizing has the most effect. 


2. As a new font size is selected, the window is resized. 


3. If the display changes to 132 columns, a smaller font is automatically 
selected. 


Toolbar—The toolbar is displayed across the top of the application window, 
below the menu bar. The toolbar provides quick mouse access to many or 
the most commonly used tools. To hide or display the Toolbar, choose 
Toolbar from the View menu. 

Click To: Copy the screen selection to the clipboard. 
Send the contents of the clipboard to the host. 
Print the current screen. 

Activate the Help screen. 


Context-sensitive help. 


[AA ewe 


Activate user-defineable pushbuttons 1 through 16. 


Status Bar—The status bar is displayed at the bottom of the window. To 
display or hide the status bar, use the Status Bar command in the View 
menu. 


The left side of the status bar describes actions of menu items as you use the 
arrow keys to navigate through menus. Similarly, this area shows messages 
that describe the actions of toolbar buttons as they are pressed. If you do 
not want to make a command selection, simply release the mouse button 
while the pointer is off the toolbar button. 


re 
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The right side of the status bar is similar to status indicators on a 5250 
terminal. Their meanings are as follows: 


Indicator Description 
SA System Available. This address is communicating with the host. 
MW Message Waiting. This session has a message waiting. 
KS Key Shift. ‘The shift key is pressed. 
II Input Inhibited. No data can be sent to the host when input is 
inhibited. 
IM Insert Mode. This session is in insert mode. 


KB/RC Keyboard Buffer/Recorder. Keystrokes are waiting to be sent to 
the host./Keystroke record is active. 


RR-CC Row Row - Column Column. Indicates the current row and 
column position of the cursor. 


CAP Caps Lock. The Caps Lock key is on (up) or off (down). 


Block Cursor—Use this command to select a block or a vertical-bar cursor. 


7.8 Window Command 


The Window command allows you to switch directly to any of the active 
host sessions by simply selecting the desired session. 
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7.9 Help Menu Commands 


The Help menu offers these commands to provide assistance with this 
application: 


Index Offers a concise index of topics. 
Using Help Provides general instructions on using Help. 


About Displays the version number of this application, licensed 
user’s name, serial number, and the date the software was 
installed. 


Index Command— Use this command to display the opening screen of Help. 
From the opening screen, you can jump to step-by-step instructions for 
using various types of reference information. Once Help is open, click the 
Contents button whenever you want to return to the opening screen. 


Using Help—Select this to view the Windows instructions on how to use 
Help. 


About Command—Use this command to display the version number of this 
application, licensed user’s name, serial number, and the date the software 
was installed. 


7.10 Ending Emulation 


After completing work in a host session, follow the log-off procedure for the 
active display session. At a sign-on screen, select File, then Exit. A dialog — 
box will appear asking you to select Yes to close the session and No to 
return to the session. 
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8. Printing 


This chapter contains the instructions for printing. 


When printing host jobs, specify the attached printer’s host ID. This enables 
the host to route the print job to the printer. The system operator will 
assign an ID to the attached printer when the printer is configured onto the 
host. 


8.1 Installing a Printer Under Windows 95 


Set the spool setting to print directly to the printer. 

= Stari Setings Printers: Right-click the printer icon. 
Properties...Details...Spool Settings...Choose Print directly to the printer. 
Save and exit. 


1|. Printer Emulation 


Printer Control Panel 
Laser Emulation 


[_] CPT Delimiters &% 
[_] Printer Control 
[_] Code Page Roman 8 
| Form Feed [_] Buffer Print Mode Disabled 


[_] Auto Print Orientation | Disabled 
[_] Paper Size 


Test Printer L_] Orientation 
CJ Printer Type HP/3012 


Cancel Job 
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Form Feed: ‘This will send a form feed to the printer. 


Cancel Job: This will send a cancel to the host system and stop sending 
data to the print manager. Data already in the print 
manager and printer buffer will continue to print. 


Test Printer: This will send a test print to the printer to be used for 
diagnostics. 


CPT Delimiters—Command Pass-Thru allows printer control not available 
through host commands. For example, it is possible to select bold printing 
by simply placing commands in a host document. 


The PC455-WIN Software recognizes the commands and “passes the 
command through” to the printer. A delimiter (default is &%) signals the 
card to pass the command through. See Section 8.5.2 for more information 
on Command Pass-Thru. 


Printer Mode—When in host mode, the commands from the host set the 
printer mode. When in PC mode, the printer will be setup by the printer 
front panel. 


Code Page Selection—The default code page selection is Roman 8. If the 
eee ipa it it, change to Code Page 850 by pressing <Enter> at this 

eld and selecting it. Refer to the printer user’s guide for information 
regarding the code page used by the printer. 


NOTE 


If a change is made to Code Page 840, any changes made to the Code 
Page Roman 8 character set will be lost. 


Code Pages are different character sets used by the printer. Change this 
if unusual characters are printing. 


Buffer Print Mode—Prints all host commands for diagnostic use. 


APO—This option is used to enable or disable Automatic Page Orientation. 
When enabled (if the COR orientation is enabled) landscape orientation will 
be automatically selected if the paper width is greater than its height. 
Portrait will be selected if the paper width is less than its height. (See 
Section 8.2 for more information). , 


.——-——-___—— 
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Paper Size—Use this option to select the size of paper used in the printer. 


Normal = Letter size: 8.5 x 11 in. (21.6 x 27.9 cm) or 
Legal size: 8.5 x 14 in. (21.6 x 35.6 cm) 

A4 =  Ad4size: 8.27 x 11.69 in. (21 x 29.7 cm) 

No Size = Accepts the paper size loaded in the printer 


Orientation—This option is used to select the default print orientation 
which can be COR (Computer Output Reduction), Portrait, or Landscape, 
for the 3812 printer emulation (see Section 8.2 for more information). 


Printer Type—The host emulation and the attached PC Printer. 


8.2 3812 Printer Emulation 


The PC455C-R2 allows an attached laser printer that supports HP or PPDS 
modes to emulate the IBM 3812-1 (SCS) printer. 


The 3812 printer provides font-changing capability plus text rotation and 
compression features called COR (Computer Output Reduction) and APO 
(Automatic Page Orientation). The PC455-WIN’s 3812 printer emulation 
provides font changes and a true 3812 COR emulation. It also obeys host 
commands for duplexing like an IBM 3816 printer when issued from 
within word processing. Refer to Section 8.3.10 for information on duplex 
printing in data-processing applications. 


When the system operator configures the printer on the host, a default font 
ID is configured for the printer. The default font ID should be the most 
commonly used font. The font ID can then be changed as necessary with a 
font ID in a word-processing document—see Section 8.2.1—or a printer 
override or OCL command in a data-processing report—see Section 8.2.2. 
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8.2.1 FONT-CHANGE COMMANDS 


You can place font-change commands within the text of a word-processing 
or data-processing document to select a font other than the default font. 
The commands appear on the screen but do not print. The font change 
takes effect immediately and continues until the next font change. See the 
Font (FGID) Reference chart in Appendix C for a list of font IDs. 


To change fonts, use the following format to type in a font-change 
command: 


1Q2304 where — is a “logical not,” Q indicates a font change, and 
2304 is the font ID. 


To select a resident scalable font with a specific point size, use the following 
format: 


—F5687,14 where — is a “logical not,” F indicates a resident 
scalable font change, 5687 is the font number, and 14 isthe 
desired point size. The resident scalable font numbers are located 
in Appendix J. 


All text following the command will be printed in the new font until you 
specify another font-change command. 


NOTE 


The host may send the original font code to the printer at the beginning 
of each page. If this happens, you may need to put a font-change 
command at the beginning of each page of your document. 


If the font-change command changes the pitch, the host may continue to 
format each line according to the original font ID pitch. For Text 
Management/38 and other word-processing programs, you may not be able 
to specify more than one font ID per line. 


8.2.2 DATA PROCESSING 


To change font IDs for a data-processing report, you must add the font to 
the CL or OCL printer statement (for the System/36, you must convert the 
font number to hexadecimal before adding it to the printer statement). The 
font IDs listed in the table on the next page can be used in host printer 
statements. 
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| Pitch (CPI) | Typeface 
[10 | Presentation 
[10 | courer 
72" Prestige Ete 
12 | Prestige Eite 
12 | Letter Gothic 
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17.1 Letter Gothic 


Table 8-1. Font IDs 


8.3 Print Orientation 


When operating the printer in IBM 3812-1 emulation mode, the print 
orientation of the host document or report is determined by a variety of 
factors. These factors are in order of their impact on the final print 
orientation: 


1. Page Rotation specified in the print file of a data-processing document 
or in the document format menu of a word-processing document. 


2. Automatic Print Orientation (APO) setting on the printer interface. 
3. Print Orientation setting on printer interface. 


As you read the following explanation, refer to Figure 8-1 for an illustration 
of the print-orientation logic. 


———__—__—_____—_—, 
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8.3.1 PAGE ROTATION 


Degrees of page rotation can be specified through the print file of a data- 
processing document or in the document format menu of a word- 
processing document. See Section 8.3.4 for a description on how to access 
the print file and the document format menu. The available settings are 0, 
90, 180, and 270 degrees, and AUTO (AS/400 only). The print file also 
offers DEVD and COR (AS/400 only). 


a. With 0, 90, 180, and 270 degrees you can specify the desired 
rotation directly from the host. 


b. ‘The COR setting will always print COR, unless the print quality 
(AS/400 and S/38) is set to NLQ or STD, or Text (S/36) is set to YES. 
If the page rotation is set to COR and print quality/text is one of 
those settings, the print job will print in portrait in the requested 
font. 


c. With the DEVD and AUTO settings, the host does not influence the 
print orientation. Rather, the print orientation is determined by the 
settings on the printer interface. 


8.3.2 AUTOMATIC PRINT ORIENTATION 


If no page rotation was specified on the host, the emulator’s Automatic 
Print Orientation (APO) feature is the first setting to determine the final 
print orientation. This feature automatically rotates print jobs with 
dimensions of 8.5 x 14 inches or smaller to portrait or landscape 
orientation. 


a. With the APO feature ON, the emulation first checks the dimensions 
of the host print job. If the print job is larger than 8.5 x 14 inches, 
the emulator cannot fit the print job on one page. In this case, the 
orientation of the print job is determined by the print-orientation 
setting on the Printer Control Screen. 


b. Ifthe dimensions of the print job are 8.5 x 14 inches or smaller, the 
emulation compares the width to the height and automatically 
rotates the print job to portrait if the height is larger than the width, 
or landscape if the width is larger than the height. 
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The dimensions of a word-processing document are specified directly 
through the document format menu. The dimensions of a data-processing 
report are calculated in the following manner: 


Width = Page Width (in number of columns)/CPI 
Length = Page Length (in number of lines)/LPI 


8.3.3 PRINT-ORIENTATION SETTINGS 


The emulator’s print-orientation settings determine the orientation of the 
host document/report after the host’s page-rotation setting and the 
interface’s APO setting have been obeyed. 


The available print-orientation settings are portrait, landscape, and COR. 
The COR feature rotates documents to landscape orientation and 
compresses the font as needed to fit the complete document on a standard 
8.5" x 14" page. This allows the user to print a report initially designed to fit 
on 14 %" x 11" green bar paper onto a standard letter or legal size page 
without redesigning the report. 


When used together, the APO and COR features can be a powerful tool to 
print host jobs in portrait, landscape, or (if required) landscape with 
reduced font (COR) without user intervention. 


The COR option is a true 3812-1 emulation. With certain page-rotation 
settings on the host, the IBM 3812-1 printer allows the user to manipulate 
the final print orientation through the print-quality setting. Note though, 
that this “override” only applies if the print orientation is set to COR, host 
override allowed. 
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START 
Page Orientation 
Lodgic 


Use specified page rotation 
(0, 90, 270 degrees) Page rotation COR 
with requested font 


DEVD, AUTO, 
not specified 


Is 
Automatic Print 
Orientation 
Active? 


2b 


aiid set 7 ie een - Width 
to Landscape a 
Print Orientation NO Greater than 55S 
Height? 
Orientation set to COR. 
LANDSCAPE : 
in requested font host override allowed at fendsatd to , 
Orientation Valid Page Size = 
set to COR ” “ 
What Is Std or NLQ 8172" x16" or smallr 
the print 
Quality? 11" x 17" or smaller if 
11" x 17 ) selection 
PORTRAIT is set to 
in requested font 


Computer Output Reduction (COR) 
0.5" margins top and left 
LANDSCAPE in reduced font: 

10 pitch font to 13 pitch 

12 pitch font to 15 pitch 

15 pitch font to 20 pitch 

Vator Spacing is: 


SLPI= 116 


Figure 8-1. Print Orientation Logic. 
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The following tables show what page-rotation settings can be manipulated 
through print-quality settings and how the combination of page rotation 
and print quality affects the final print orientation. 


Print-Quality Setting 
Host System Page-Rotation Setting causing portrait orientation 


AS/400 *DEVD (print file) *NLQ, *STD 
AS/400 *AUTO (Office Vision/400) NQL, Text 
5/36 not specified Text—Yes 
S/38 not specified *NLQ, *STD 


COR is defined as ae in landscape orientation, top left margins set at 
0.5", with CPI and LPI reduced according to the following tables: 


Host CPI Reduced to: 
10 13.3 
12 15 
15 20 
Host LPI Reduced to: Maximum Rows (Lines)/Page 
6 8.7 66 
8 11.6 88 


The table on the following page shows the print-orientation results desired 
and recommends a combination of settings required to obtain that result. 
Most print-orientation results can be achieved with different setting 
combinations. Refer to the table on the next page. 
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Printer Interface 
rr Orientation 
ON 


Data processing: Print Degree of Page 
reports with a width of 80 Rotation... 
columns or less (at 10 CPI) | *AUTO 
in portrait AND print reports 
with a width of 132 (at 10 
CPI) or 198 (at 15 CPI) 
columns in landscape with 
reduced font (COR) 


Word processing: Print 
documents of up to 8.5 x 14 
in portrait, 14 x 8.5 in land- 
scape, and anything larger in 
landscape with reduced font 
(COR) 


Rotate Paper....=1 
(Automatic) 


Print all reports/documents 
in landscape with reduced 
font (COR) 


Degree of Page 
Rotation.... 

* AUTO; Rotate 
Paper....=1 
(Automatic) 


Landscape 


Degree of Page 
Rotation.... 
*AUTO; Rotate 
Paper....=1 
(Automatic) 


Print all reports/documents 
in landscape with requested 
font 


Print all reports/documents 
in portrait with requested 
font 


Degree of Page 
Rotation.... 
*AUTO; Rotate 
Paper....=1 
(Automatic) 


CHAPTER 8: Printing 


8.3.4 CHANGING PAGE-ROTATION SETTINGS 
Before changing page-rotation settings, first verify the current settings. In 


Office Vision/400 and DisplayWrite/36, page-rotation settings can be viewed 
and changed in the following manner: 
1. Press F20 “Format options.” 
. Press 1 “Document options” then ENTER. 
. Press 1 “Document format” then ENTER. 
. Press 4 “Page layout/paper options” then ENTER. 


2 
3 
4 
5. Press Page Down to scroll to the second screen. 
6. Locate “Rotate Paper... option.” 

7 


. Move the cursor to the currently selected rotation setting and type in 
the desired selection. 


To permanently change the page-rotation setting for a data-processing, 
report the print file must be changed. This should be done by an MIS staff 
member, since a changed print file most likely affects many printers. The 
page-rotation setting can be changed temporarily by overriding the print 
file. The print file must be changed or overridden before the host creates 
the print job. When you override a print file, the new settings apply only to 
print jobs created on the host session that was active when the print file was 
overridden. 


To view the current print-file settings, type CHGPRTF followed by a space 
and the name of the print file on the command line of the host. Press F4. 
Do not change any settings unless authorized by the MIS director. 
To change the print file: 
1. Type CHGPRTF on the command line of the host, and press Enter. 
2. Type in the name of the print file to be changed. | 
3. Press F10 to display additional parameters. 
4 


. Press Page Down to scroll to the fourth screen. 
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5. Locate the “Degree of page rotation...” option. 


6. Move the cursor to the beginning of the dashed line and enter the 
desired selection. 


7. Press Enter to activate the selection and exit the print file menu. 
To override the print file: 
1. Type OVRPRTF on the command line of the host, and press Enter. 
2. Type the name of the print file to be changed. 
3. Press Page Down to scroll to the third screen. 
4. Locate the “Degree of page rotation...” option. 
5 


. Move the cursor to the beginning of dashed line and enter the desired 
selection. 


6. Press Enter to activate the selection and exit the print file menu. 


8.3.5 WORD PROCESSING 


When your system operator configures the printer on the host, a default 

font ID is configured for the printer. The default font ID should be the 

most commonly used font. The word-processing program may also have a 

default font ID. Since the default font ID can vary depending upon the 

sae setup, ask your system operator if you have questions about the 
efault font ID on your system. 


The font ID can be changed as necessary with a font ID command in the 
word-processing document. You can use font-change commands, or you 
can select a font ID number within the word-processing program. Refer to 
the word-processing program operator’s manuals for information on 
changing font IDs within the program. 


The interface allows bolding, underlining, and super/subscripting by 
recognizing the host commands for these features in the word-processing 
document. The interface uses a shadow print for bolding fixed-pitch fonts, 
even on small and italic fonts. A bold font is specified to bold proportional 
and typographic fonts. 
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8.3.6 FORMATTING THE PAGE 


The printer prints up to 66 lines at 6.25 LPI (the line spacing is compressed 
slightly to fit). The System/36 only allows 65 lines per page. If you get one 
or two lines at the top of the next page, it’s usually because you have 
formatted more lines per page than can be printed. 


8.3.7 PAPER SIZE 


Configure the printer’s setup to the paper size you use most. The MPP and 
font must match the paper size exactly to work correctly. The emulator only 
recognizes these paper sizes: 


Letter Paper 8.5 x 11] in. (21.6 x 27.9 cm) 
A4 Paper 8.27 x 11.69 in. (21 x 29.7 cm) 
Legal Paper 8.5 x 14 in. (21.6 x 35.6 cm) 
Executive Paper 7.25 x 10.5 in. (18.4 x 26.7 cm) 


If you choose any other paper dimensions in the word-processing program, 
the interface ignores it and uses the previous paper-size choice. 


You can also choose a paper-size override through a host download 
command. The “No Size” selection uses the paper installed in the tray, 
regardless of size. The “A4 Size” selection uses A4 paper only. 


With A4 paper size selected, 10 CPI fonts will print as 10.3 CPI. This allows 
80 columns to be printed in portrait on A4 paper. 


The following describes how to select legal size paper in DisplayWrite/36 or 
AS/400 Office. 


1. Choose legal-size paper on the host and send the print job. 


2. The printer’s operator panel displays 3 for “Load paper request.” 
Install the legal-size-paper tray into the printer. 


3. Press Start/Stop on the printer operator panel to continue. 
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The System/38 only sends margins and other format specifications to a 
printer when they are different from the previous document or when the 
printer has been turned off. To choose a different-size paper, you must: 


1. 
2. 
Di 


4. 


Select a paper size in the program. 
Install the correct paper size in the printer. 


Power off the printer for about five seconds, then power it back on 
again. 


Release the job for printing at the printer’s controlling workstation. 


The line-format screens in DisplayWrite/36 (Command 20) also permit you 
to select “Justify,” which aligns the right margin. For best results in using 
justification, change the zone width to 1 (instead of 6). Right justification is 
only supported for fixed-pitch fonts. 


8.3.8 ENVELOPE PRINTING 


Use landscape orientation for envelope printing with the first line of the 
address on line 30 and a left margin of 55. A trial run with a blank sheet of 
paper helps in positioning the address. There are three ways to select 
envelopes: 


l. 


Select “Manual Feed” in the word-processing program’s paper-feed 
selections. The printer displays 3 on the operator panel. Place 
envelopes into the racinual feed tray and press Start/Stop. Then press 
Paper to select manual. 


Place envelopes in the paper tray and move the tray stops to the 
proper position. Specify the bin number in the word-processing 
program, and the printer prints envelopes from the paper tray. 


Select “Envelope Feed” in the word-processing program’s paper-feed 
selections, a paper width of 7.5" or 9.5", and paper length of 11". The 
printer automatically finds the envelope feeder (if installed) and prints 
from the feeder. 
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8.3.9 DOCUMENT/ENVELOPE PRINTING 


You can print a letter and an envelope from DisplayWrite/36 or AS/400 
Office in the same document by following this procedure: 


1. Set the format for your letter. Enter your letter file. On the first 
typing line, press CMD20 for “Change Format.” 


2. Select 1 for “Entire Document Options,” then another 1 for 
“Document Format.” Now select 3 for “Typestyle/Color.” 


3. Select the font ID number for your letter, such as No. 11, 86, etc., 
then press <Enter>. 


4. From the Document Format screen, select option 4 for “Page 
Layout/Paper Options.” Scroll to the second screen of these options 
and select a paper size of 8.5 (width) x 11 (length) inches and a paper 
source of 1. If the letter is more than one page, select a paper source 
of 1 for the following pages. Press <Enter> to return to the 
Document Format screen, then CMD12 to return to the Document 
Options screen. 


5. You can now set up the alternate format for the envelope. Select 2 for 
“Alternate Format,” then 3 for “Typestyle/Color.” Select the font ID 
for the envelope, such as 5, and press <Enter> to return to the 
Alternate Format screen. 


6. Select 4, “Page Layout/Paper Options.” Choose a first typing line of 1, 
then scroll down to the second screen of the options seh choose a 
paper width of 7.5 (monarch size) or 9.5 (commercial, or #10 size) 
and a paper length of 4 inches. For a paper source, select 5 for 
“Envelope Feed.” Press <Enter> to return to the Alternate Format 
screen. 


7. Select option 1 for “Margins and Tabs” and make the left margin 1. 
Press <Enter> and CMD3 until you are back in your document. 


8. Type in the text. When you're done, add in a “page end” by pressing 
<Alt><P>. 


9. Now load in your alternate format for the envelope. To do this, press 
the CMD5 key, “Goto,” and type in RF for “Resetting Format.” Press 
<Enter>. Select option 4 on the Alternate Format screen, “Begin 
Alternate Format.” Press <Enter>. 
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10. The document will now be displayed with the alternate format. The 
cursor will be on the first typing line of 1 with a left margin of 1. Type 
in the envelope address, and send the file to print. The letter will 
print out first, followed by the envelope. 


NOTE 


The printer may eject a blank page when you change printing orientation. 
If the Buffer light and Ready light remain steady, press the Print/Check 
button on the printer’s operator panel to eject the last page. 


8.3.10 DUPLEX PRINTING 


Some printer models can print both simplex (single-sided) and duplex 
(double-sided). They can print both long-edge (landscape) and short-edge 
(portrait) duplex printing. 


The PC455-WIN Software allows access to the printer’s duplexing capability 
in a variety of ways: : 


1. Ifyou are running OS/400® V2R3 on the host, simply select duplex 
printing in the printer file. The menu option is called Print on both 
sides... and is found on the second-to-last menu screen. Available 
selections are *NO, *YES, and *TUMBLE. 


2. Select duplex printing in the word-processing program. In the 
Office Vision/400™ printer options menu, the printer option is called 
Type of page printing... and the available selections are: 1 = Single- 
sided; 2 = Double-sided; and 3 = Double-sided tumble. 


3. Insert the duplex-printing command on the first line (line 1, position 
1) of the document. The duplex-printing commands are: 


—D0 for simplex printing 
—D1 for duplex printing, long-edge 
—D2 for duplex printing, short-edge (tumble) 


For some duplex printing, if the last page is blank on the back side, the 
information for the last page may remain in the printer until the next 
printing job is received. If you want to print the last page, take the printer 
off-line by pressing the ONLINE button, then press the FORM FEED 
button to print the last page. Put the printer back on line by pressing the 
ONLINE button again. 
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8.4 5219 Printer Emulation 


The PC455-WIN Software’s 5219 emulation is for LaserJet® printers. The 
HP® LaserJet printer file is automatically used when 5219 emulation is 
selected. 


The Software allows bolding, underlining, and super/subscript by 
recognizing the host commands for these features for data-processing or 
word-processing applications. 


The different character styles and pitch are controlled through the IBM 
typestyle number or font ID. The Software uses the IBM typestyle number 
to select an HP font from a cartridge. The cartridges shown in the 
Typestyle Reference Chart in Appendix C are the only fonts supported. 


The system operator will specify a default font ID when configuring the 
5219 address on the host system. The default should be the font ID most 
commonly used. Select one of the font ID numbers from the Typestyle 
Reference Chart in Appendix C with an asterisk (*) indicating the default 
font ID, then change it as necessary in the word-processing or data- 
processing document RPG program. 


If a data-processing report is sent to the printer, the typestyles in the 
printer’s CL or OCL statement must be changed. 
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8.4.1 DATA PROCESSING 


Condensed print and 8-LPI commands do not work in data-processing 
documents, because 5219 printers only understand font ID commands. 


For data-processing documents, such as RPG-generated prints, the system 
default typestyle is used unless fonts are changed by specifying the typestyle 
in the OCL or CL printer statement. Since only certain fonts are accepte 

by the host in OCL and CL statements, only the font IDs from the 
Typestyle Reference Chart in Appendix C with an asterisk (*) can be used. 


To change typestyles in DisplayWrite*/36, use one of the following 
commands: | 


CMD 20, selection no. 1, “Document Option” 
CMD 20, selection no. 4, “Display Current Format” 
CMD 9, selection no. 7, “Change Font” 


See the DisplayWrite user’s guide for more information on changing 
typestyles. 


8.4.2 WORD PROCESSING 


When configuring a 5219 address on the host, select a default font ID. The 
normal value is 11 (or OB in hex), which is a 10-pitch font. 


There are two ways to change fonts for word-processing documents: select a 
typestyle within the word-processing program, or use a font-change 
command in the document. The word-processing program user’s guide 
describes how to change the typestyles within the program. 


Some word-processing programs, such as TextManagement/38, do not 
allow more than one typestyle number per line of text to be chosen. In such 
cases, use font-change commands. (See Section 8.5 for information on font- 
change commands for word-processing documents). 
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8.4.3 PAGE LENGTH 


The 5219 emulation allows 65 lines at 6 LPI per page for word-processing 
documents and 66 lines at 6 LPI per page for data-processing documents. 
The HP LaserJet printer allows a maximum of 63 lines at 6 LPI. To print 
65 lines, the PC455-WIN software decreases line spacing from 6 lines per 
inch to about 6.25 lines per inch. This small change is normally not 
noticeable. A similar small change is made to 8 LPI printing on 8.5 x 

11 letter-size paper. 


For A4-size paper, the printer prints up to 72 lines at 6 LPI in HP mode 
(the line spacing may be slightly compressed to fit), or 70 lines at 6 LPI in 
IBM mode. 


8.4.4 PAPER SIZE 


Configure the printer setup to the paper size used most. The PC455-WIN 
software only recognizes these paper sizes: 


Letter Paper: 8.5 x 11 in. (21.6 x 27.9 cm) 
Legal Paper: 8.5 x 14 in. (21.6 x 35.6 cm) 
A4 Paper: 8.27 x 11.69 in. (21 x 29.7 cm) 


If any other paper dimensions in the word-processing program are chosen, 
the software ignores them and uses the previous paper-size choice. The “No 
Paper Size” selection uses the paper installed in the tray, regardless of size. 


Selecting legal or A4-size paper dimensions on the Display Write/36 
“Change Page Format” screen causes the LaserJet display window to flash 
“Legal Paper.” If paper dimensions different from the above are specified, 
the paper size is unchanged. 


For TextManagement/38, the System/38 does not send paper dimensions to 
the printer. Instead, it sends a forms message for legal paper to the 
controlling workstation assigned to the printer. To change the paper tray, 
do the following: 


1. Insert the proper-size paper tray, and press the RESET button on the 
printer. 


2. Power the printer off and back on. 


3. Release the print job at the host. 
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The System/38 uses a “Printer Support Facility” that only sends the margins 
and other document-form specifications to a printer when they are 
different from the ones for the previous document or when the printer has 
been turned off. Either way, the LaserJet must be reset when a different 
paper tray is installed. : 


The line-format screens in DisplayWrite/36 (Command 20) also permit 
“Justify,” which aligns the right margin. “One-Half Justify” causes only one- 
half as much alignment of the right margin. For best results in using 
justification, change the zone width to 1 (instead of 6). 


8.4.5 ENVELOPE PRINTING 


To print envelopes, specify typestyle number 5, landscape orientation, with 
the first line of the address on line 30 and a left margin of 55. A trial run 
with a blank sheet of paper will often help identify an error in positioning _ 
the address. | 


Manual Feed: Select the “Envelope Feed” option in the word-processing 
program’s paper feed selections and a paper size of 11" x 11". The printer 
will flash “Manual Feed” on the front-panel display window. Manually feed 
the envelope into the printer. 


Envelope Tray: Select “Envelope Feed” and a paper size of 7.5" or 9.5". 
The printer automatically finds the envelope tray (if installed) and prints 
from the tray. 


Envelope Feeder: Select “Envelope Feed” and a paper width of 7.5" or 9.5". 
The printer automatically finds the envelope feeder (if installed) and prints 
from the feeder. 


NOTE 


The LaserJet may eject a blank page when printing orientation is 
changed. 
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8.4.6 DUPLEX PRINTING 


Some LaserJet models can print both simplex (single-sided) and duplex 
(double-sided). They can print both long-edge (landscape) and short-edge 
(portrait) duplex printing. 


However, changing the Lgaceat mode through the front panel can be 
time-consuming. Instead, place printing commands on the first line of the 
document to control simplex, landscape duplex, and portrait duplex 
printing. 


These commands are similar to font-change commands: 


—D0 for simplex printing 
-D1 for landscape duplex printing 
—D2 for portrait duplex printing 


If they are not on the first line, the commands will not become active until 
the following page. When the printer receives the printing command, it will 
do all printing in that mode until another printing command is received. In 
other words, if the printer is most often in simplex mode and you are 
printing in duplex mode, be sure to put a simplex command at the end of 
the document to return the printer to simplex mode. Envelope printing 
between documents won’t change the printer’s mode. 


On some duplex printing, if the last page is blank on the back side, the 
information for the last page may remain in the printer until the next 
printing job is received. To print the last page, take the printer off-line by 
pressing the ONLINE button, then press the FORM FEED button to print 
the last page. Put the printer back on-line by pressing the ONLINE button 
again. 


NOTE 


Duplexing is supported in word-processing applications on the AS/400, 
but not in data processing. 
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8.5 Command Language 


The Command Language consists of special codes placed in the document. 
The PC455-WIN Software recognizes these codes and passes the proper 
commands to the printer to control the output. These commands may be 
used in either data-processing or word-processing documents. 


There are three types of Command Language commands: 


Font-Change Commands 
Escape Commands 
Command Pass-Thru 


8.5.1 FONT-CHANGE COMMANDS 


To change fonts using font change commands, type the font-change 
command in documents at the place where the font change is to take effect. 
The command is immediately active in the document and prints the 
specified font until the next font-change command is encountered. 


For example, to print the word “saves” into the following sentence in a 
different font with the ProCollection font cartridge loaded in the printer, 
here is how the sentence might look on the screen: 

Quality ~Q45 saves ~Q85 you time and money. 


The sentence will then print as follows: 


Quality saves you time and money. 


NOTE 


The host may send the original font code to the printer at the beginning 
of each page. If this happens, put a font-change command at the 
beginning of each page of the document. 


If the font-change command changes the pitch, the host may continue to 
format each line according to the original font ID pitch. 


For Text Management/38 and other word-processing programs, more than 
one font ID per line may not be specified. 
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Font IDs and font-change commands for the fonts and font cartridges used 
by the 3812 and 5219 printer emulations can be found in Appendix C, 
Typestyle (FGID) Reference Chart. 


Font-change commands are formatted as follows: 


3812 Printer Emulation—Font-change commands for the 3812 emulation 
are entered using the following format: 


7Q225 — is a “logical not” (Shift 6), Q indicates a font change, and 225 is 
the typestyle number (font ID). 


5219 Printer Emulation—There are two forms of font-change commands 
available with the 5219 emulation: one selects HP font cartridges and one 
selects IBM typestyles as shown below. 


-~QHB — is a “logical not” (Shift 6), Q indicates a font change, H indicates 
the HP font cartridge, and B indicates which font in the cartridge. 


7QI225 — is a “logical not” (Shift 6), Q indicates a font change, I indicates 
an IBM typestyle number, and 225 is the typestyle number (font ID). 


8.5.2 COMMAND PAss-THRU™ 


The Command Pass-Thru feature allows you to access all of the built-in 
features of your printer, even if these features aren’t normally available 
through the host software. Command Pass-Thru lets you place printer- 
specific command sequences into the data sent to the printer. The interface 
recognizes these special sequences and “passes the command through” to 
the printer. The steps below describe how to use Command Pass-Thru. 


1. Find the command for the print feature in the printer’s manual. 
2. Convert the printer command to hexadecimal. 


3. Place the EBCDIC delimiter, as defined by a host download command 
(refer to Chapter 6, Configuration) in the document at the point you 
want the feature to take effect. This signals the start of the print feature. 
Enter the beginning printer command, then enter the delimiter again. 
You may enter a space between hexadecimal code pairs to make the 
command easier to read, but do not put spaces between the delimiter 
and the hexadecimal characters. 
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4. Move the cursor to the point in the text where you want to end the 
print feature. Enter the delimiter, followed by the ending printer 
command, and then the delimiter again, into the document. 


For example: 


The command ESC &d0D begins underlining and ESC &d@ ends 
underlining. First convert the start command to the hexadecimal 1B 26 64 
30 44 and the ending command to 1B 26 64 40. And, if the delimiter is the 
default &% (hex 50 6C), then enter the commands as follows: 


This is an &%1B26643044&%underlined&%1B266440&% word. 
To print on the printer as: 
This is an underlined word. 


Only characters from 00 to FF are recognized (letters must be in upper 
case). 


Errors in the Command Pass-Thru sequence will cause the PC455-WIN 
Software to ignore the command, and printing will resume at the point 
where the error occurred. 


Although the command is displayed on the screen, it is treated as a 
command and not printed. If part of the sequence is printed, you have 
made an error in entering the codes; check your document and make sure 
you are using the correct format and EBCDIC hexadecimal characters. 


Command Pass-Thru may make horizontal spacing unpredictable. Avoid 
sending codes that would move the print position during Command Pass- 
Thru. Since these commands are not processed, the software cannot keep 
track of the print position changes; this may affect the position of following 
characters and page layout. 
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8.5.3 OTHER PRINTER COMMANDS 


You can also enter commands into your document that allow you to control 
true LPI and response to host commands. These commands (shown below) 
are similar to font-change commands. 


Command Function 
aE Sends an ASCII ESC command to the printer. 
aATY Enables true LPI printing. 
aTN Disables true LPI printing. 
aI Ignores all host formatting commands. 
aS Stops ignoring host formatting commands. 


The ~E command allows you to send an escape command to the printer to 
control the printing. For example, ~E(s3B would begin bold printing (see 
your printer’s manual for a list of the printer or escape commands). 


The printer may compress line spacing to fit 66 lines onto the page. This 
may be undesirable, such as when using pre-printed forms that must align 
correctly. In these cases, the = TY command prevents the printer from 
compressing the line spacing. ~TN turns the compression back on. 


Use the =I and ~S commands to remove unwanted host commands from a 
print file. For example, when printing with forms-generating software, the 
files are recognized by the host as text files and formatted with unwanted 
carriage returns and fine feeds. Placing the —I at the end ofa line and —S 
at the front of the next line causes the interface to remove the host carriage- 
return and line-feed commands and send only the data to the printer. 
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8.6 Dot-Matrix Printing 


The printer-control screen gives you control of your printer and lets you 
customize the output. 


[_] CPT Delimiters 
[_] Printer Control 


[_] End of Line Control 
[_] Buffer Print Mode 
[_] 17 to 15 Pitch Fix 
[_] Code Page 

CJ Printer Type 


Form Feed: Will send a form feed to the printer. 


Cancel Job: This will send a cancel to the host system and stop sending 
data to the print manager. Data already in the print 
manager and printer buffer will continue to print. 


Test Printer: This will send a test print to the printer. This will be used 
| for diagnostics. 


CPT Delimiters—Command Pass-Thru allows printer control not available 
through host commands. For example, it is possible to select bold printing 
by simply placing commands in a host document. 


The Software card recognizes the commands and “passes the command 
through” to the printer. A delimiter (default is 8%) signals the card to pass 
the command through. Select the new delimiter by placing the hex codes in 
the spaces on the screen. See Section 8.5.2 for more information. 
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Printer Control—When in host mode, the commands from the host set the 
printer. When in PC mode, the printer will be setup by the printer front 
panel. 


End of the Line Control—In truncate mode, narrow carriage printers ignore 
data beyond 80. In wrap mode, the data prints on the next line. 


Buffer Print Mode—Prints all host commands for diagnostic use. 


17 to 15 Pitch Correction—Most PC printers do not support 15-pitch 
printing, but host systems use 15 pitch in many applications. 


If the printer supports 17 pitch and the document requires 15 pitch, select 
this option by moving the cursor to the option and pressing <Enter>. 


When selected, it may cause printers to print very slowly in 15 pitch. 


Code Page Selection—The default code-page selection is Code Page 850. If 
the printer supports it, change to Code Page 437 by pressing <Enter> at 
this field and selecting it. Refer to the printer user’s guide for information 
regarding the code page used by the printer. 


NOTE 


If a change is made to Code Page 437, any changes made to the Code 
Page 850 character set will be lost. 


Code Pages are different character sets used by the printer. Change this 
if unusual characters are printing. 


Printer Type—lIf the printer is not listed, it is possible to create a printer 
definition by selecting Edit, typing a new name, and then defining the 
printer. 


To customize a printer, select Edit. 


The Printer Commands Definition function is used to define a new printer 
or modify the command strings for an existing printer. 


Press <Enter> and ie in the session number of the A eed to be 


modified. A prompt for the printer session number will appear. Enter the 
session number. 


nn 
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If a text printer was chosen, only half a screen of command strings will be 
shown, ending with the command for Near Letter Quality (NLQ). 


The Printer Commands Definition function allows a user to define a new 
printer or to modify the command strings for an existing printer. All 
command strings are in hexadecimal, and the first set of characters is the 
string length. The table below lists the various selections and their uses. 


ne a een 
Sit ines per ine 
Begin NLQ string 


Increment (72, 60, 48) The fraction of an inch used by the 
vertical-motion string 

Offset to variable data Number of values before the variable data 
for the vertical-motion string 

Variable multiplier No. multiplied to the variable to get the 
correct value for vertical-motion string 

Used to set up the page leng | 

Offset to variable data Number of values before the variable data 
used for the page-length string 

Length of variable data Number of values for the page length 


Base to add to variable Amount added to the variable a to get 
the correct vale for page leng 
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An example of setting up an escape sequence for an HP LaserJet III would 
be as follows: 


1. Find the 6 LPI codes in the HP LaserJet manual, and write down the 
hex code, if possible. 


2. Translate the decimal codes to hex using Appendix B. 
3. The HP LaserJet codes are: 


027 038 108 054 068 Decimal 
1B 26 6C 36 44 Hexadecimal 


4. There are five codes. Input these codes with the first one as 05 and the 
remainder following. 


5. The codes for 6 LPI should be entered as follows: 
05 1B 26 6C 36 44 
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9. Utilities 


This chapter has instructions for changing the colors of the display screen, 
the position of the keys on the keyboard, and the installation settings. When 
the Utility icon is selected, three options are displayed: Colors, Keys, and 
System. 


9.1 Colors 


The screen attributes control the appearance of the screen. Each field in the 
screen is preceded by an attribute telling the computer how the following 
area is to be displayed. Each of the attributes has a text and background 
color. The color of the attributes can be changed in this section. 


System Attribute Definition—The attribute system definition is the code 
used to tell the field how it is to be displayed. These are hex values between 
20 and 3F, listed in ‘Table 9-1. The definition of each is given in the pull- 
down box. 


Custom Attribute Definition—The text and background buttons bring up 
the color pallet. Select a color from the pallet, then press OK. The selected 
color will be displayed in the example box. If a color is chosen that does not 
fill the matrix completely for the background, Windows will modify it 
slightly. 


Default—Returns the currently displayed system attribute to the default; 
OK: Saves all modifications and exits; Cancel: Exits and does not save any 
of the modifications. 


Host systems use field attributes to identify different field types on the 
display screen. For example, a warning or message field on the screen 
might be flashing red, while the normal screen fields might be green. These 
field colors can be customized to suit individual tastes or applications. 
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To change the colors, do the following: 


Li 


Find the IBM 5250 attribute to change by its description in Table 9-1 


(on the following page). Use the mouse to select the attribute, or type in 
the hex value for that field. 


Press the Text button to modify text or the Background button to 
modify the background. 


Select the desired color from the pallet (solid colors work best). Then 
press OK. 


Press OK to save and exit; or press Cancel to return to the previous 
settings. 


. Continue to change attributes or follow the directions on the screen to 


exit. 
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Table 9-1. IBM 5250 Field Attributes 


Hex Value Display 
20 Normal display 
21 Reverse image 
22 High intensity 
23 Reverse image, high intensity 
24 Underscore 
25 Underscore, reverse image 
26 Underscore, high intensity 
27 No display 
28 Blink 
29 Blink, reverse image 
2A Blink, high intensity 
2B Blink, high intensity, reverse image 
2C Blink, underscore 
2D Blink, underscore, reverse image 
2E Blink, underscore, high intensity 
2F No display 
30 Normal display, column separators 
31 Reverse image, column separators 
32 High intensity, column separators 
33 Reverse image, high intensity, column separators 
34 Underscore, column separators 
35 Underscore, reverse image, column separators 
36 Underscore, high intensity, column separators 
37 No display 
38 Blink, column separators 
39 Blink, reverse image, column separators 
3A Blink, high intensity, column separators 
3B Blink, high intensity, reverse image, column separators 
3C Blink, underscore, column separators 
3D Blink, underscore, reverse image, column separators 
3E Blink, underscore, high intensity, column separators 
3F No display 
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9.2 Keys 


Keyboard dyar.2 case lye functions of most of the keys on the keyboard 
can be changed in this section. You can select PC-style or 5250-style 
keyboards, and also tell the host if you are using a standard U.S. or a world- 
trade keyboard. Almost every key can be changed to perform a different 
function. For example, the “*” on the number pad can be changed to the 
“Host print screen.” 


Changing keys—Most keys on the keyboard can be changed. The keys that 
are shaded a light color on the screen are not available for modification. To 
change a key, use the mouse and click on it, or simply press the key when 
the cursor is in the SELECT A KEY field. This will display the definition for 
the key in the normal, shifted, and control state. Use the pull-down box to 
make changes. 


5250 and PC styles—lIf you want to change the Enter key to the right 
control key and make the PC Enter key the Field Exit key, select 5250 style. 
5250 style is for people who want to use a keyboard like the 5250 display 
keyboards. PC style leaves the keyboard close to a PC keyboard. Most 
people should use PC style, because then the keyboard will be consistent 
throughout their programs. 


World trade and U.S.—If your host system is set for world-trade keyboards, 
select world trade. Otherwise select U.S. 


OK—Will save the changes. 
Cancel—Will abort all the changes. 


9.3 System 


Installation settings—Settings that were selected or defaulted during the 
installation can be modified here. These include Language, PC Support/400 
or Client Access/400 for DOS installation, translation tables for both the 
display and printer, and the adapter address. 


Language—The software supports 18 languages. Select the language that 


matches the host-system settings. This only affects the layout of the 
keyboard. 
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The language was automatically set to that used by Windows when the 
software was installed. If the language was changed or you need the 
emulator card and Windows to use different languages, change the 
language to the desired setting. If your host system is set to use 
multinational codes, check this box. 


PC Support/400 or Client Access/400 for DOS—If IBM PC Support/400 or 
Client Access/400 for DOS has been installed on the PC and you wish to use 
it with this emulator card, select this button. If you are connecting to a 
system other than the AS/400 and have not installed PC Support/400 or 
Client Access/400 for DOS, or if you are not going to use PC Support/400 or 
Client Access/400 for DOS, then do nothing with this selection. 


PC Support Path—The installation needs to know what file is 
executed to start PC Support/400 or Client Access/400 for DOS 
and where the file is located. The IBM default is shown. Only 
change this if you are using a different file or have loaded the 
software into a different directory. 


Translation tables—The translation tables are the actual tables the software 
uses to communicate with the host system. Do not change these unless it 1s 
absolutely necessary! ‘The host and the PC communicate in different 
languages. These tables allow changes to be made to handle special 
applications. 


The codes around the outside are the EBCDIC codes the host is sending 
down. The top of the table is the first digit and down the side is the second 
digit. The inside codes are the ASCII codes for the PC. To modify these, 
type in or use the mouse to click on the host EBCDIC code you wish to 
change, then input the PC ASCII code you wish to send to the PC. 


Adapter Address—This is the memory address where the emulator card 
communicates with the PC. This address must not conflict with any other 
device in the PC. The default is D000 and will work with most installations. 
If there is a conflict, locate the address of other devices, then set this to a 
free location. 
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10. Problem Resolution 


The PC455-WIN software and PC455C-R2 Card are designed for easy 
installation and reliable operation. If you are having problems, first consult 
this manual and take the following steps. 


1. 
2: 


Verify that all the installation steps have been completed. 


List any error messages displayed or unique system operational 
problems observed (see Section 10.3). 


Review this chapter. 


After trying these methods, if you are still unable to resolve the 
problem, call Technical Support. Have the following information 
available: 


e Serial number (label on the Software diskette) 
¢ Software revision level 

° Date of purchase 

* Model of the printer (if attached) 

¢ Type of host system 

¢ Model of Emulator Card 


10.1 Most-Common Problems 
Emulation adapter not found 


1. 


Change the adapter address in the “Utilities/System” selection. Try 
C800, then E000. Leave it at E000 if it does not work. 


Check for a memory manager in the CONFIG.SYS. Common 
managers are EMM386.EXE, QEMM, and BLUEMAX. 


For EMM386 and QEMM, add the statement X=E000-E7FF 
For BLUEMAX, add the statement RAM=E000-E7FF 


 — 
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The addresses that can be used by the emulator cards are: 
C000-C7FF, C800-CFFF 
D000-D7FF, D800-DFFF 
E000-E7FF 
For example: 
DEVICE =C:\DOS\EMM386.EXE X=E000-E7FF 
3. Disable RAM SHADOWING and CACHE in the CMOS of the PC. 


4. Boot from a DOS diskette to eliminate conflicts in the CONFIG.SYS 
and AUTOEXEC.BAT. 


If you are using a 386 or 486 computer that uses memory cache, disable 
caching in the memory addresses occupied by the emulator card. (This is 
typically done ee the BIOS setup. Instructions can be found in the 
computer user’s guide.) 
If you are using a 286, 386, or 486 computer that uses an old 16-bit bus 
VGA adapter, it may interfere with the emulator card. To avoid this, do one 
of the following: 

¢ Set the 8251 address to E000. 


* Configure the VGA adapter for 8-bit bus operation. 


System not available at address X 
1. Run CABLECHK.EXE A=Address C=Cable Type 
Addresses = C000, C800, D000, D800, E000, E800 
This has to match the setting in PC455-WIN. 
Cable type = 2 is for Twinax, 3 is for Twisted pair 


Example: CABLECHK.EXE A=D000 C=2 


By 
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a. Host polls: If this is 0000 on all addresses, then the signal from 
the host is not reaching the Card. If only some addresses are 
not getting host polls, then they are not configured on the host 
or are varied off. 


b. Device responses: Any address there is a response on has a 
device communicating with the system. If the address has 
device responses, then there is already a device on that address. 


c. Device parity: Any address with a parity error means the 
device is sending a bad signal to the host. Check the device. 


d. Cable errors: Problems with the cable. Check the termination 
and try a different “V” connector. 


e. Emulator errors: Call Technical Support for assistance. 


f. Lapsed time: Run this program for a minimum of 15 seconds. 
This tells how long the program has been running. 


Any message containing the numbers 6809 
1. Run the program from within the directory where the files are 
located. Execute PC Support functions from the PCS directory, or 
execute the emulation from the PC455-WIN directory. 
2. Reload the PC455-WIN software. 
Any PC Support message 


1. From within the PCS directory, type PCSHELP #### (where #### 
is the message number). 


Cannot change the enter key and field exit key 
1. In the utilities under Keyboard, select 5250 or PC. If 5250 is selected, 


the left control key is the Enter. If PC is selected, the Enter key is the 
Enter. 
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10.2 General Problems 


PC does not power on. 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Power cord not plugged in. 
Make sure the power cord is plugged into the power outlet and 
back of the PC. 


Faulty cord or power outlet. 
Try another cord or outlet. 


No power connections inside the PC. 
Check all power connections inside the PC that may have been 
disconnected during installation of the emulator card. 


Graphics characters or blinking characters appear on the screen. 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


The emulator card is not seated properly. 
Open the PC and check the installation of the emulator card. 


Memory address conflict. 
Make sure the emulator card’s memory address is set to a vacant 
address on the PC. 


Memory address conflict. 
On a 386 or 486 computer, configure any san management 
to exclude the memory area occupied by the emulator card. 


Memory address conflict. 

If the 386 or 486 computer uses memory cache, disable caching in 
the memory area occupied by the emulator card. (This is typically 
done through the BIOS setup.) 


Memory address conflict. 


: Ifthe 286, 386, or 486 computer uses a 16-bit bus VGA adapter, 


do one of the following: 1) have address E000 available, or 
2) configure the VGA adapter for 8-bit bus operation. 


Memory address conflict. 


: Ifthere are other cards installed in the PC which may be causing a 


conflict, refer to the user’s manual to determine the memory 
address used by the card. 


y————- 


CHAPTER 10: Problem Resolution 


Cause: 
Action: 


Cable address conflict. 
Check the host cable address and the emulator card’s software 
cable address. 


Improper keystrokes or no keystrokes appear on the screen. 


Cause: 
Action: 


Cause: 
Action: 


Host inhibited. 
The host may be inhibited. Check the indicator on the status line. 


Wrong keyboard emulation. 
Check the keyboard emulation (PC or 5250) in the emulator card’s 
configuration. 


Cursor appears at the top left corner of the screen when starting emulation. 


Cause: 
Action: 


Cause: 
Action: 


Invalid cable address. 
Check the cable addresses on the host configuration and in the 
emulator card’s configuration file. 


Unanswered messages at the host. 
Check the host console for unanswered messages. 


Cursor appears in the middle of a blank screen. 


Cause: 
Action: 


Cause: 
Action: 


Cause: 
Action: 


Cause: 
Action: 


Memory address conflict 
Make sure the emulator card’s memory address is set to a vacant 
memory address in the PC. 


Memory address conflict. 
On a 386 or 486 computer, configure any anne | management 
to exclude the memory area occupied by the emulator card. 


Memory address conflict. 

If the 386 or 486 computer uses memory cache, disable caching in 
the memory area occupied by the emulator card. (This is typically 
done through the BIOS setup.) 


Memory address conflict. 

If the 286, 386, or 486 computer uses a 16-bit bus VGA adapter, 
do one of the following: (1) have address E000 available, or 

(2) configure the VGA adapter for 8-bit bus operation. 
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Cause: Memory address conflict. 

Action: If there are other cards installed in the PC which may be causing a 
conflict, refer to the user’s manual to determine the memory 
address used by the card. 


Cursor appears at the top right corner of the screen when emulation starts. 


Cause: Invalid cable address. 
Action: Check the cable addresses on the host configuration and in the 
emulator card’s configuration. 


Cause: Incorrect termination. 
Action: Ifthe PC455C-R2 or PC364C/PC is the last device on the cable, 
make sure it is terminated correctly. 


Cause: Damaged cabling or connections. 
Action: Check cables and connections. Substitute another cable. 


Printer does not work. 


Cause: Printer is not configured or is configured incorrectly. 
Action: Make sure the printer is configured on the host and in the 
emulator card’s configuration. 


Cause: Printer is not configured or is configured incorrectly. 
Action: Check that the printer emulation matches the emulation on the 
host. 


Cause: Printer is not configured or is configured incorrectly. 

Action: Check that if “other” is selected in the configuration program, the 
printer is described in the “Printer” option. If the printer is not 
described, the printer will not work. 


Cause: Invalid cable address. 
Action: Check the cable addresses on the host and in the emulator card’s 
configuration. 


Cause: Printer is off line. 


Action: Make sure printer is on line and has paper. Send a print screen 
from DOS to see if the printer is communicating with the PC. 
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Printer prints improper characters. 


Cause: 


Action: 


Printer or emulator is set to the wrong code page. 
Change the code page. 


Printer prints improper characters. 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Cause: 


Action: 


Printer or emulator is set to the wrong code page. 
Change the code page in “Configuration” in the group folder or 
“CONFIG.EXE” under the Installed To folder. 


Page width in the word-processing program is not set wide 
enough. | 
Change to a wider page. 


Page width is too wide. 
Select a narrower page. 


Form length is not correct in software (maximum length is 66 
lines). 

Make sure your document length doesn’t exceed the maximum 
number of lines. 


Page orientation was changed. 
The printer may eject a blank page when the page orientation 
(portrait or landscape) is changed. 


Form length is incorrect in software. 
Change form length. 


Incorrect configuration at the host. 
Make sure the host configuration matches the printer’s. 


Incorrect al apie number. 
Make sure the font ID used is valid. Invalid font IDs are ignored 
by the printer. 


Wrong font cartridge is loaded. 
Load the cartridge with the font that corresponds to the font ID. 


Font cartridge damaged or not seated into the printer properly. 
If possible, try a known good cartridge to determine if the 
cartridge is faulty. Make sure the cartridge is loaded properly. 
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Cause: Switches host download command or printer front panel set for 
portrait. 

Action: Change printer control or font-panel selection to landscape. 

Cause: Did not select a rotation in the word-processing program. 

Action: Select 90° or 270° rotation in the program. 

Cause: Did not select a rotation (STO) in the data-processing OCI 
statement. 

Action: Add a 90° or 270° orientation instruction to the OCL statement. 

Cause: Paper width specified in program is inadequate. 

Action: Change paper width to allow the landscape orientation and 
198 columns. 

Cause: Switches host download command or printer front panel set for 
landscape. 

Action: Change switches command or front-panel selection to portrait. 

Cause: A mistake may have been made while using DisplayWrite. 

Action: Choose “yes” to printer error log on page 3 of the Print Option 
Screen. 

10.3 Error Messages 


The error messages below are generated by the PC455-WIN software 
during configuration, while starting emulation, or during active emulation. 
The IBM Systems/38, and AS/400 have various error messages to help 
identify communication problems between the host and the PC or PC 


printer. The IBM host also has a “help” facility designed for error message 
recovery. Refer to the IBM Technical Manual for further details. 


Address Conflict—The same cable address has been assigned to more than 
one logical unit session. 


Bad File Name—The file name cannot be read. A file extension may have 
been added when specifying a configuration file name. 


Error Creating File—DOS is unable to create a file in the current disk and 


directory. This is usually caused because the current disk is not available, or 
the disk is write-protected. 
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Error Deleting File—DOS detects an error while attempting to delete a 
configuration file. This is usually caused because the current disk is not 
available, or the disk is write-protected. 


Error Reading File—The disk file is the wrong size or the data is invalid. If 
this error occurs while reading a user-created file, the file must be 
recreated; otherwise, the configuration software should be reinstalled. 


Error Writing File—DOS detects an error while trying to write data to the 
current disk. ‘The current disk may be unavailable, write-protected, or full. 
If the problem can be corrected, enter “Y” and the writing will be retried; 
otherwise, enter “N” and writing will be aborted. 


File Already Exists—The file name indicated already exists. 


File Could Not Be Found—tThe file name indicated cannot be found. 
Verify that the current disk and directory are correct. If so, recreate a new 
configuration file. 


File Open Error—DOS detects an error while trying to open the requested 
file. Verify that the current disk and directory are correct; if so, then the 
configuration software should be reinstalled. 


Invalid Configuration File—The configuration file you are trying to modify 
is invalid. Verify the correct file is being specified. If so, the file should be 
deleted and recreated. 


Session is Not a Display Session—The logical session specified for the file 
transfer has not been configured or is configured as a printer. 
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Loading Emulation Software Error Messages 


Configuration File is Invalid—The configuration file specified contains 
incorrect data. Verify that the correct file is being used. If so, the 
configuration file must be recreated. 


Configuration File Not Found—The configuration file specified cannot be. 
located. Verify that the current disk and directory are correct and the 
correct configuration file is specified. 


Device ID in Configuration File is Invalid—An incorrect device was found 
while processing the configuration file. Verify the device in the 
configuration file and, if necessary, recreate it. 


Emulation Adapter Does Not Respond—The emulation adapter card has 
detected a problem. Power off the PC and restart emulation. If the problem 
persists, verify the hardware configuration. If it is correct, call ‘Technical 
Support. 


Emulation Adapter Diagnostic Error—The emulation adapter detects an 
error during power-up. Power off your PC and restart emulation. If the 
problem continues, call Technical Support. 


Error Reading Keyboard Definition File—The emulation software cannot — 
read the keyboard definition file. Verify that the current disk and directory 
are correct. If so, verify that the three files (KEYBOARD BAS, KEYBOARD 
CHG, and KEYBOARD DEF) exist on the PC455-WIN software diskette. 


Error Reading Printer Definition File—The emulator software cannot read 
the printer definition file. Verify that the current disk and directory are 
correct; if so, check the configuration to make sure that the printer is 
correctly configured. If the problem persists, reinstall the software. 


Keyboard Definition File is Invalid—The data in the keyboard definition 
file is incorrect. Copy the three files (KEYBOARD.BAS, KEYBOARD.CHG, 
and KEYBOARD.DEF) from the PC455-WIN software. 


Keyboard Definition File Not Found—The emulation software is unable to 
locate the keyboard definition file. If the current disk and directory are 
correct, copy the three files (KEYBOARD.BAS, KEYBOARD.CHG, and 
KEYBOARD.DEF) from the PC455-WIWN software. 
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Printer Definition File Not Found—The emulation software is unable to 
locate the printer definition file. Verify the printer configuration and, if it is 
correct, reinstall the emulation software. 


AS/400 PC Support Error Messages 


Handler is already resident—If PC Support is not active, reboot the 
system. 


10.4 Host Error Messages 


The host system also has a set of error messages to report problems with 
communication between the host and display station. These four-digit error 
messages consist of codes 0040 through 0054. 


See the IBM System/36, System/38, or AS/400 Technical Reference Manual 
for further information on host error messages. 


Use the <Error Reset> key to clear the error condition and proceed with 
host communications. 


10.5 Avoiding Software Conflicts 


The PC455-WIN is compatible with most PC application programs. The 
following information may help you prevent any conflicts. 


10.6 Setting the Memory Address in the PS/2 


Each card installed in a PS/2 uses an area or “address” of the PS/2 ya 
memory. The PC364C memory address is set using software. Find the 
backup copy of the IBM Reference diskette, or if you cannot locate the disk, 
contact IBM for a replacement. 
Take the following steps to set the PC364C memory address. 

1. Insert the Reference Disk Backup into diskette drive A. 

2. An IBM logo screen appears. Press <Enter> to continue. 


3. A main menu screen appears. Select Set Configuration and press 
<Enter>. 
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4. Select View Configuration and press <Enter>. 


The configuration screen appears and shows the basic hardware and a 
description of all cards installed into the PC. 


5. Move down to the slots. If any slot is unidentified, the driver for that 
card is not on the copy of the reference diskette being used. Find the 
driver and return to the main menu. 


a. Select Copy/Merge an Option Diskette. Using the disk for the 
unidentified card as the option diskette. 


b Follow the instructions on the screen. 


6. Return to “View Configuration” and look at the slots. Each card’s 
assigned memory area is shown. An asterisk (*) marks cards with 
conflicting memory addresses. (Two cards occupying the same 
memory address could cause operating difficulties.) 


7. If conflicting addresses are shown, press the F5 or F6 key to change 
the memory address for one of the conflicting cards. F5 selects the 
next lower memory address, and F6 selects the next higher memory 
address. Press F10 to save the change. 

8. Press F3 until prompted to reboot. 


9. Press <Enter> and the system will reboot. 
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Appendix A. Executable Programs 


The following are file names for executable programs. An executable 
program is a set of step-by-step instructions given to the computer to 
complete a task. Some of these files are executed by the user and some are 
executed by the emulator (called by the emulation program). 


A.1 Executable by the User 


CONNAH.EXE 


SETUP. EXE 


UTILITY.EXE 


DISP5250.EXE 


CABLECHK.EXE 


PCSINST. EXE 


The adapter handler program used with AS/400 
PC Support. The STARTPCS.BAT file is modified 
to start connah. In the STARTPCS.BAT file, the 
IBM adapter handler is replaced with connah 
(adapter handler), and is also replaced with the 
nasser pea memory address (such as D000). 


An installation program that copies the emulation 
software and sets up the PC455-WIN software. 


Utility programs that include attributes, keyboard 
remapping, and setup parameters. 


The display module used for Windows. This can 
be manually executed by typing it and then trying 
the address you want to use. 


A utility program that is helpful in determining 
which dresses are being used on the twinax 
cable. To execute at the DOS prompt, change to 
directory where software is located and then type: 
cablechk.exe. 


A program that installs the AS/400 PC Support 
adapter handler (connah). It must be run after 
the AS/400 PC Support software has been 
installed. This will automatically be installed as 
the software is installed. 


——————___—__—— 
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A.2 Executable by the Emulator 


Other files: 
* P14 Printer files using 4214 emulation. 
* DAT File used in configuration to make changes for language. 
* CFG Configuration files. 
* HEX Emulation adapter microcode file. 
* BAS Keyboard Base File. 
*. CHG Keyboard Change File. 
* DEF Keyboard Definition File. 
* DLC Dynamic Link Library Files. 
* FON Font Files. 
* CFB Configuration Base File. 
* HLP Help Files. 
* GRP Group File. 


KBWIN.* Keyboard Files. 


Appendix B. Code Conversion Tables 


For 8D, AD, BC and DA, either of the two characters may print, depending © 
on printer type or emulation. 


For other languages, refer to the IBM 5250 Function Reference Manual, 
SA21-9247-6. 


Table B-1. EBCDIC Table (US National) 


“4 
=> 
© 
i= 
= 
= 
i= 4 
=) 
fide 
bedi 
Oc 
= 
Eadie 
Oo 
a] 
- 
= 
_ 
< 
aml 
—_ 
= 
Raid 
=) 
Ww 
N 
Ww 


Table B-1 (continued). EBCDIC Table (US National) 


“ 
2 
aft 

S 
jn 

= 
2 

,) 

pa 

® 
= 
= 
°o 
wd 
® 
"Ss 
oe 
wd 
ca 
as 
e 
_ 
bad 
a. 
a. 
< 


= 
o 
& 
Be 
= 
oS 
=< 
—” 
—_ 
oct 
= 
“S 
= 
4 
S 
fe 
a 
4 
= 
& 
= 
S 
Ln 
baal 
== 
a 
<2 
a 
2 
3 
= 


obo | OF | & | Uf Fe | 2 | 
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Table B-2. US ASCII Table 


oo 
= 
2 
ae 
5 
68 


N 


Conversion Tables 


o 
3s 

=] 
ed 
my 
= 
= 
= 
had 
o. 
a. 
< 


Table B-2 (continued). US ASCII Table 


< 
2 


Table B-2 (continued). US ASCII Table 
(73 | s | 135 | 8 


115 


4) 
= 
© 
ae 
= 
= 
C= 
© 
ike 
Ladi 
es 
; 
Bales 
© 
MA 
_ 
4 
— 
a 4 
maoll 
— 
= 
Lid 
r=] 
Ww 
GN 
Ww 
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Appendix C. Typestyle Reference Chart 


The tables on the following pages 
list the IBM typestyle numbers (font 
IDs) that the software uses to select 
fonts internal to the printer and 
from HP font cartridges. Font- 
change commands for each font are 
also listed. 


Typestyle numbers with an asterisk 
(*) next to them are acceptable IBM 
font IDs for device configuration 
and OCL or CL printer commands 
(in hexadecimal). 


Font-change commands begin with 
a logical not (~), which is upper 
shift 6 on U.S. keyboards. The caret 
(*) symbol may be substituted in 
non-U.S. applications. 


Proportional fonts cannot be right- 
justified through use of the IBM 
justify command. 


C.1 5219 Emulation 


The table on the next page lists 
IBM typestyle numbers and font- 
change commands for HP LaserJet 
resident fonts (internal to the 
printer) and HP font cartridges 
with the 5219 printer emulation. 


NOTE 

Typestyle number 86 prints 
the resident 10 CPI Courier 
font at 12 CPI spacing in 
portrait (-~QXM). Typestyle 
number 85 prints’ the 
resident 16 CPI Line Printer 
font at 12 CPI spacing in 
landscape (~QXN). 


NOTE 


Numbers in parentheses are 
alternatives that more 
closely match the IBM CPI 
spacing of the font. 
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Table C-1. Hewlett-Packard® LaserJet Internal Resident Fonts 


AiModels | Courier 


Line Printer a L 


Table C-2. HP Cartridge Fonts 


rypestyle Number |Command’ 
rypestyle Number Number |Command 
Standard Standard Legal 


A Pent 


Le jto 12 [9 ff 

Courierlight |P  |io [12 [6 |— |-QiB | 

Loto 2? fi 

Line Printer light 16.66 ane 221* a Te | 
B Cartridge 


B. 
fe) 
S 


Helvetica bold Pp 
Tms Rmn med P| 
Tms Rmn bold P [prop. | 
TmsRmn mediti|P | 
Tms Amn light |P | 


Line Printer light 


15 


Oo 


Oo 

.) 
—_ | 
oO}; O 


end | anh 
| 
©O| Od 
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Table C-2 (continued). HP Cartridge Fonts 


Font-Change 
Typestyle Number | Command 


Standard | Legal 


Standard 


Letter Gothic 


—_, 
Nm 
—_t, 
o|» 
d 
2 
a 
w 


P 
medium Lo i2_ 10s [8B |— S| QND 
LetterGothic {P  |12 [10 |97 |— 
a ee ee 
letterGothic [P_[12_ [10 [107 [— _|[>QNC__ 
redtas [he Ho—fe — = ane 
G Cartridge 
PrsigEltemed [P_ [12 [10 a0" [90 [>QGUA |>QGLA 
[Prstg Elite bod [P___|12__|10 82 [92 |=QGUC_|QGIC 
PrstgEltmedit!|P [12 [10/91 [93 | 2 QGUB |= QGLB 
Prestige Elite [P| |7__|222* (252) 227 (253)| 5 QGUD_| = QGLD 
medium 216 (250) | 228 (254)) QGUE |-QGLE 
o|7 |2144 |— |7QGUF |— | 
12 |ji10) = |— ~—|2QGF |— 


Se ee eee emo, | co, | ch a, | ook 
Mm} O| O1O | co] No] po 
op) O| a 
o yon) 


H Cartridge 
[Couriermedum [P10 [12 [20 [90 [GHUA [=QHIA 
Courierboid —_[P 
Couriermedit [P10 [122i |31___ | QHUB |= GHLB- 
Prestige Elite |P = QHUD 
medium cfs 
190 [724 |— ‘(| QHUF [— 
Une DrawSet_[P|i0 [4240 [— |>aHF_[— 
L Cartridge 


Courier bold P 
L 


Ss 
og 

Courier medium | P 40.06/12) «|6s = QLB 
italic 
. 


Line Printer 
medium 
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Table C-2 (continued). HP Cartridge Fonts 


Font-Change 
Command 
a 


Prestige Elite 
med italic 


Letter Gothic P 12 |12 |84 |{— = QNA = 
medium L422 jes* |— SP QND [— 
peter Gothic JP fiz 112 194 __j—__} = QNB_{ —_ 
bold Lia [429s | ONE [— 
a ee ee 
med italic Lo fsa ta fos  |— ST QNF [— 

Q Cartridge 
Courerod fe fie 112 18 OA 
LL fio [12 Jo = = J— Sf QQE [— 
Couriermedium |P_|10_ =|12 [6 |— |-QQB |[— 
italic Lio t2 7S QF TE 
|LtrGothicmed [P_ |12_ [12 |e4* |— |-aaec [— | 
[LtrGothicbold |P_ |12, 112 [94 = =|— = | -QQD) [— 
R Cartridge 

Presentation bold P__16.5_118_118 (240)_128 (242) “QAUA_| ~QRLA 
L165 118 [19 (241) |29(243)| -QRUD__| = QRLD 
Presentation botd/P_/8.1_| 16 _16 (260) _ 26 (262) ~QRUB_/ > GRUB. 
L_ {81 [14 [17 (261) [27 (263)| -QRUE__| = QRLE| 
Presentationbold|P_ {10/14 [14 
L_ fio [af 
oomggg ill oS UK 
medium Lo i014 
PCHne bold p2QRJ [— 
pnQRK |— 
Line Draw Pio | }2QRM oo [— 
a oe [ann [= 


APPENDIX C: Typestyle Reference Chart 


C.2 3812 Emulation 


The following tables list the IBM 
typestyle numbers (font [Ds) and 
font-change commands used to 
change fonts within a document 
with the 3812 printer emulation. 
For information on changing fonts, 
refer to Chapter 6. 


Table C-3. HP Mode Fonts 


Font 
Typestyle | Change 
Typeface Orient. | Pitch | Size Number | Command 


HP LaserJet Internal Resident Fonts 
Courier 12 
Line Printer 
Line Printer 
Line Printer 


Line Printer 


2/2/20 

r- Peer 
NO aah, 
on — 
BAN 


U0 
oak i —_ 
io) N =) 
(ee) —s 

io) 


LaserJet IID, Ill, 11D Printers have in addition: 
Courier 
Courier 
Courier italic 
Courier bold 
Courier 


a 
cade | emt | hk | ch | mh 
O} MM | M] PM 
CO} = 
©} © 


a 


LaserJet Ili and lilISi Resident Scalable Fonts 


[prop [6 
(prop. | 8 | 
[prop. | 10 
(prop. | 12 | 
|prop. | 14 
prop. | 18 
prop. | 24 


CG Times = Q4605 


= Q4606 
1 Q4607 | 
- Q4608 


= Q4611 


4614 = Q4614 
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Table C-3 (continued). HP Mode Fonts 


Typeface 


CG Times bold P/ 
P/L 
P/L 
P/L 
P/L 
P/L 
P/L 
P/L 


CG Times italic P/L 
P/L 
P/L 
P/L 
P/L 
P/L 
P/L 
P/L 
CG Times bold ital P/L 
P/L 


Font- 
Typestyle | Change 
Pitch | Size Number | Command 


4625 - Q4625 


7 Q4626 
= Q4627 
= Q4628 
= Q4629 
= 04631 
= Q4634 
= Q4637 
= Q4645 
| + Q4646 

7 Q4647 
= Q4648 

14 = Q4649 
18 = Q4651 
= 04654 


657 = Q4657 
4665 = Q4665 
4666 - Q4666 
4667 -Q4667 
4668 = Q4668 

- Q4669 
- Q4671 


| 4665 
| 4666 
| 4667 
4668 
7 04674 


ee 


ne) emre ° 
fe} 
oS @ J e 
aN 
©) 
N 
© 


— 
NO 


= Q4677 
Univers medium a 
= Q4808 


= Q4809 


= Q4811 
- Q4814 
- Q4817 


FS 

ar 
A 
co 
o 
a 
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Table C-3 (continued). HP Mode Fonts 


prop. | 


Univers med italic 


Font- 
Typestyle | Change 
Command 


= Q4825 


PIL (6 | 4825 
(P| prop. [8 | 4826 |-Q4826 
|P/L_| prop. | 10 | 4827, | 4827 
P/L__| prop. | 12 
|P/L__| prop. | 14 | 4829 |-Q4829 
ae 
rPIL[ prop. | 24 | 4834 [= Ga 
PIL prop. | 30 | 4837 [04837 
Univers medcondensed | P/L_ | prop.|6 | 4845 |7Q4845 | 
|P/L__|prop.|8 | 4846 |= 4846 
P/AL__| prop. | 10 | 4847 |-Q4847_ 
/P/L__| prop. [12 | 4848 | =Q4848 
/P/L__| prop. [14 | 4849 |= Q4849 
P/L__| prop. | 18 | 4851 |= Q4851_ 
|P/L__| prop. | 24 | 4854 |=.Q4854 
Univers med condital |P/L_ | prop |6 | 4865 || =Q4865__ 
/PiL__|prop.|8 | 4866 |=Q4866 
P/L__| prop. | 10 | 4867 |= Q4867_ 
|P/L__| prop. | 12 | 4868 |Q4868 
P/L__| prop. | 14 | 4869 | Q4g69_ 
(P/L__| prop. [18 | 4871 |-Q4a71 
P/L__| prop. | 24 | 4874 [=Q4874 
/P/L__| prop. | 30 | 4877s | = 4877 
ITC Zapf Dingbat /PiL__| prop.|6 | 4985 | =Q4985 
P/L__| prop. |8 | 4986 | =Q4986_ 
/P/L__| prop. {10 | 4987 | = Q4987_ 
/P/AL__| prop. | 12 | 4988 [44988 
/PiL__|prop.|14 | 4989 |=Q4989_ 
|P/L__| prop. | 18 | 4991 __— | ~ Q4991 
P/L__| prop. | 24 | 4994 | =Q4994 
ren. [ 30 | wer — [04007 — 
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Table C-3 (continued). HP Mode Fonts 


Font- 
Typestyle | Change 
Typeface Number | Command 


HP Cartridge Fonts 
Procoliection Cartridge 


a Fc 
| CourierBold | PAL T1012 45 AG 
Courier Italic PL to tat 
Courier PPL 12) 10 HS 
PL [12 10} 108 108 
| Courierltalic S| PAL 1210S 92 92 
Souter {8 {to__{12__181_1n.061 
Courier Bold PP to) 12 52 52 
| Courierttalic S| P1012 5353 
| Courier CT P2093 93 
| CourierBold | P1210 4 4 
Courier Italic a 
Prestige Elite PL |15 |7 Sf 220, | 220 
pe_[12 [10 [113 [> anns 
2 [foarte 
is |7 [aia [ania 
Prestige Elite Bold 0. 
ro 
36 
a 
Letter Gothic (95 | 
Letter Gothic 
[a 
AE a 
Bes! 
i 
Times Roman Bold 10s 
10 
ee 
o 
| 
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Table C-3 (continued). HP Mode Fonts 


‘rpocs | cman | "| Roa Sn 
Typestyle | Change 
Typeface Number Command 

| TimesRoman Cs (P_s{prop. | 8 | 173 [3 Q173_ 
| TimesRoman (Ps prop. | 10 | 174 [4 Q174 
| TimesRomanBold ||P _—si{prop. | 10 || 175 | 3 QI75 
| TimesRomanitalic = |P__—s[prop. | 10 | 176 = | Q176 
| TimesRoman [Ps prop. | 120 | 177, | 2 Q177_— 
| TimesRomanBold  |P_—s|prop. | 12) | 178 | 7 Q178 
[TimesRomanitalic __[P _|prop. [12 | 179 ~‘([~Qi79__—| 
[Helvetica ——Ss=S*=*«dCP~S*=édt prop. | ~—S| f@3—s«dC= QC 
| Helvetica TP prop. | 10 | 184 | 7 184 
[HelveticaBold ——=«([P__—‘[prop. | 10 | 185 ~=~«([-Qies 
| Helvetica ltalic =| PP ——s[prop. | 10 =| 186 =| 7 Q186 
| Helvetica = TP prop. | 12 | 187 | 3 Q187 
| HelveticaBold ss [PS s{prop. | 12, | 188 = | 7 Q188 
| Helveticaltalic =| Ps[prop. | 12, | 189) [= Q189 
[HelveticaBold ———=«(|P _—'[prop. | 14 «| '190 ~=«([>Qi90_—=sS 
[HelveticaBoid ——S—S«P sprop. [14 ~—s[ 19 ~—Ss« [OT 
| CGTimes CTP prop. | | 4685 | 7 4685 
[CGTimes ——=—S=S«[P—si prop. | 8 —«| 4086 ~—=«| eae 
[CGTimesBold «TPs prop. [8 —*| 4706 ~—=«(t 4706 
[CGTimesttaic _—=«(P_—siprop. [8 —*(| 4814_~—=Ss«(| 4814 
| CGTimes CPC prop. | 10 | 4687 | 7 4687 
| CGTimesBold ||P prop. | 10 ~— | 4707_—s || = Q4707_—C=*7/ 
| CGTimesittalic ss] sd prop, | 10 | 4815 = | 4815 
| CGTimes CTP prop. | 12 ~~ | 4688 ~~ | 4688 
| CGTimesBold  ——s| Ps prop. | 12 ~— || 4708 =~ || 5 Q4708_—C=* 
| CGTimesitalic Ss [Ps prop. | 12 ~— | 4816 = | 4816 
| CGTimes CTP prop. | 14 | 4689 | 4689 
| CGTimesBold [Pst prop. | 14 | 4709 || = 4709 
| CGTimesitalic =o | Pst prop. | 14 | 4817, | 54817 
| CGTimesBold [Pst prop. | 18 =| 4711 | 34711 
[CGTimesBold—~«([P __—|prop. | 24 (| a7i4_—«| aria 
[Univers SSS«P Cd prop. [ 74 —=s[ 47@9_—S«[ = QA7e0_—CS 
[Univers SSCP SSC*d prop. | 18 S| 4791 ~—Ss[ 54707 
[Univers LP [pree. [ ae | area otro 
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Table C-3 (continued). HP Mode Fonts 


Font- 
Typestyle | Change 
Typeface Number Command 


Microsoft Cartridge 
| Helv CCP prop. [8 | 34102 | 5 34102 
| Helv CCP prop. | 10 | 341038 | 534103 
THewBod TP (prop. [10 | 34128 [-Qa4i23 
| Helvitalic CT PC prop. | 10 
pHev TP prop. | 12 
| HelvBold TP prop. | 12 
| Helvitalic TP prop. [12 
| HelvBold TP prop. [14 
[TimesRoman_—‘([P | prop. [8 
| TmsRmn CCT PC prop. [10 
| TmsRmnBold || Ps prop. | 10 
| TmsRmn italic | P| prop. [10 
| TmsRmn CTP prop. [12 | 5688 
| TmsRmn Bold | Pi prop. | 12 
| TmsRmn italic S| P| prop. | 12 
| TmsRmn Bold  —ss| Ps prop. | 14 _—|_:§709 
| Line Printer | PAL 1S BS 


| 34104 | 
| 5815 
| 5816 
| 5709 
| 223, 
Polished Worksheets Cartridge 
Prestige Elite PPL [15 7 et 
Prestige Elite PL [12 «/ 10s] BGS 
9 
| 99 
| 2900 
| 109° 
| 90 


= 


Prestige Elite Bold 112 «| 10 
Prestige Elite Italic PL |12 |10 | 
Prestige Elite PPL {15 [7 

| Prestige Elite | PL} 12, 10 

PL {12 | 10 

| Prestige Elite Italic =| PL} 12) 10 

| LetterGothic (“$s S| PAL 2736 

PL [12 [12 | 

| LetterGothicltalic | PAL | 12] 12 

PL__[27_ [36 

| LetterGothic as TPA 2 2 

| LetterGothicBold == | PL_—| 12) 12 

| LetterGothicltalic =| PL 12 06 

P81 434 


oe 
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Table C-3 (continued). HP Mode Fonts 


Font- 

Typestyle | Change 
Typeface Number |Command 
8.1 | 16 


Persuasive Presentations Cartridge 


PL {10 [14 =| 395 Q39 
| LetterGothic | PAL 10 14 | 88 88 
| PresentationBold ||P} 10 | 14 | 6 AQ 
PL_e{1o) 4} 14 | 7) RQ 
[PresentationBold —*([PAL__[81 | ie | 434 ([70404 
| PresentationBold ss |P/L_[|8.1 | 160 | 487 [5 431 
PL (6.5 | 18 | 435 [=Q435 
| PresentationBold {| P/L_ 16.5 [18 | 432 |4Q432_ 
PL__[5.7 [24 | 436 [=Q436 
PAL 
[Helv Outine ———=«[PAL__[prop. | 24 | 34115 - (> Q34175 
P/L__| prop. | 24 | -34215 | Q34215 
| Serifa | PAL prop. | 24 | 34216 
| LineDraew PL { 10s} 14 | 31 231 
PC Line Bold Ph [io [14 | 32 [-Q32 
Forms, Etc. Cartridge 

| Univers CT PL prop. | 6 33101___ | = Q33101 

| Univers [PAL prop. | 8 | 33102 | Q33102 
[Univers Bold = PAL__[prop. [8 | 33122 |= 033122 
| UniversBold | P/L__| prop. | 12 | 33124 |. Q33124 | 
prop. 


OCR-A Po {to 6] 12) 19 9 
| TaxLineDraw PAL [ 10S] 12) | 30 Ss {330 
Bar Codes & More Cartridge 


| LetterGothic  ——(“s s| PALO 15 195) | 230) [5230 
| LletterGothic (“sas | PAL {10} 14 || 40 [7 Q40 
| OCRA CTP 10s 12 | 9 fig 
| OCRB CIP 10 12 8S 
| Code3of9 i ss UTP C8 12] 0 —“( COC” 
TCodesofs ——=«tP—=«dgaw® 12 | 240 ~~‘ 
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Table C-3 (continued). HP Mode Fonts 


Font- 
Change 
Command 


v 


r 16950 


|P/L__|prop. | 10 | =(16951_— | - Q16951 

PAL___|prop. | 10 {| _16971 | ~Q16971__ 
P/L__|prop. | 10 | 17079 = |=Q17079 
/P/L__|prop.|10 | 33335 «| = Q33335__ 
pa__[prop. [14 | 39957 |~90357 

Pretty Faces Cartridge 

[P__[prop. [18 | 5910 [-Q5010 
[P__[prop. [36 [5920 [=08920 
pP_ prop. | 30 | 5930 | 7 Q5930_ 
|P_ prop. | 14 || 5940 |= 5940 
|P__[prop. {54 —||_-5950 |=. Q5950_ 
/P_|prop. | 18 | 5960 |-Q5960_ 
|P_ prop. | 14 | 5970 |= Q5970_ 
|P__|prop. | 36 | 5980 || =Q5080 
[P_ [prep [18 [5900 |= as000 
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Table C-4. PPDS 4029 Mode Fonts 


Typestyle | Font-Change 
Number Command 


Resident Scalable Fonts 


Courier outline ‘prop. |6 | 416 [| 7Q416 
prop. | 8 | 426 
prop. [10] 496] 0436 
prop. | 12 | 446 [> Gaa6 
cprop. | 14 | 456 
|prop. [18 | 466 | -=Q466 
prop. [24 | 476 | 0476 
| prop. | 20) | 486 =| -Q486 
Courier bold outine prop. | 6 | 420 0420 
prop. [8 | 430 | 0490 
prop. | 10 | 440 | > 0440 
prop. | 12] 450 | 450 
prop. | 14] 460s a460— 
prop. | 18 | 470 | =Q470 
prop. | 24 | 480 | 480 
| prop. | 30 | 490 
Courier Nac outine prop. [6 | 424 | Gag 
prop. | 8 | 44 | aaa 
prop. 10 | 444 
prop. | 14 | 464 
‘prop. | tara > Gara 
cprop._| 24 | 484 aaa 
| prop. | 30 | 494 
Courier bold italic outline } prop. | 6 | 428 |73Q428 | 
| prop. | 8 =| 4388 | 7 Q43880 
prop. | 10 | 448 
prop. 
on oe ee 
prop. 18 | 478 
prop. | 24 | 488 | saaes 
rprop. | 30 | #98 
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Table C-4 (continued). PPDS 4029 Mode Fonts 


Font-Change 
Command 


Helvetica outline 


gly 
oR Ke) 
To oO 


Besser 
oR Ke) (om Ke) 
Clo isl bg a 


Helvetica bold outline 


aS) e 
{e) 
G/U |e 


Bly 
oR Re) 
poene) 


Helvetica italic outline 


Helvetica bold italic outline 


= Q2357 
- Q2367 
- Q2377 
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Table C-4 (continued). PPDS 4029 Mode Fonts 


Number Command 


Times New Roman bd outline | 2309 |-=Q2309 | 
2359-02359 


= Q2379 
Times New Roman it outline 310 Q2310 


lo 
S 
ery s 


g 
fe) 
se Oh 


2330 = Q2330 . 


|8 | 2320 | = 02320 
2340 = 02340 


| 
rte [2361 | -aaser_—* 
237% 


= Q2381 


Times New Roman bd it outline | pro 


2 
fe} 
vis 
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Table C-4 (continued). PPDS 4029 Mode Fonts 


Point | Typestyle | Font-Change 
Size | Number | Command 


HP Font Cartridge Fonts 
Universal Cartridge 1255800 
| Prestige Elite sss 2 | 10 e* 8G 
| Presentor “sO 14 5 
| LetterGothic “ss 12 S| 12 87* B87 
| LetterGothicitalic =o [12,—s| 12,~— [109 =~ [=Qio9 
| LetterGothicsymbol —s—s‘[12_—|| 12, | 80*_ [7080 
| TimesRoman sd prop. | 10 «|| 5687_— | 75687 
| TimesRomanbold prop. | 10 | 5707, | =Q5707_— 
| Times Romanitalic ———s[ prop. | 10 | 5815 [705815 
| Helvetica = Cs prop. | 10 | 34108 =~ | 2034103 
[Helvetica italic ————‘[prop. | 10 | 34231 [-Q34231 
[Letter Gothic symbol __—s«([t2_—=«| f2_ ~([ ee =~ «[-aee 
Italic Cartridge 1255801 
io | 12 ‘| 18 
| Couriersymbol 10 | 12 TB 
| Courieritalic 2 10 9292 
| Courier CS | 228* 223 
| Boldface italic Ss prop. | 12 | 155 [3155 
| Couriersymbol 10] 12 13" AQIS 
Prestige Cartridge 1255802 
| Prestige Elite = 12 | 10 BH ORG 
| Prestige Elitebold 12 | 10 111 QUT 
| Prestige Eliteitalic = ]12— | 10, 1122 
| Prestige = 171 | 8S | 5G 256 
| Prestige == Cid prop. || 12 ~— | 164 | 7164 
| Prestige Elitesymbol _—S-s | 12S || 10° =| 89°] 7089 
Letter Gothic Cartridge 1255803 | 
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Table C-4 (continued). PPDS 4029 Mode Fonts 


ie [ [ 
Number 
Letter Gothic symbol 12 88 


Delegate Cartridge 1255804 


Font-Change 
Command 


7 Q88 


2 [2 [>@ 
PAdutant——s~=~“~*~*~é~srISC*dCTOONN:*C*«SSHSC“‘CS;(éC*<SCL; OOS 
| Moden Cid copy. 12 | 158* | QB 
Essay SS~*~diop. ‘| «| teO* «CO 
[Essayitaic —_—s—=“*é‘“‘*;*d MTO.=«*d('Y?—=~C=* SD SC«dCSQT@SC:*‘*‘*” 
Script/OCR Cartridge 
| OldeWord = 10 GC QS 
| Orator Cartridge 1255806 
| Oratorbold S18 485 [7485 
| Orator HQ 
Compressed Cartridge 1255807 
| Prestige SO 21 Q22T 
| LetterGothic 1S | 222* | Q2220 
_betterGothic 17-1 «(185 | 255 |= 255 
| LetterGothic ss 20,75 L281 Q281 
| LetterGothic ss 25 285 285 
Press Roman Cartridge 1255808 

| PressRoman st prop. 110 | 186 = |= Qiks 
| PressRomanbold | prop. | 10 | 187 | 7187, 
| PressRomanitalic | prop. | 10 | 188 
| Press Roman bolditalic _—s|prop. | 10 1189 |-Qi89 
12 | 10 ‘| 185 = Q185 
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Table C-4 (continued). PPDS 4029 Mode Fonts 


Foundry bold italic 
Foundry symbol 


— fo 

NO 
_ 
=) 


Number Command 
192 


Testimonial Cartridge 1255820 


CTestimonial [prop | 12] 5943 5043 
Testimonial [prop | 14__| 59aa__| = Q5044 
[Testimonial [prop | 1 | 5945 | = 5045 


Sim 


Engravers’ Old English Cartridge 1255821 


Engravers’ Old English prop. | 12 
Engravers’ OldEnglish __[prop. | 14 | 37432_—*([ 5037432 
Engravers’ Old English —__—i[ prop. | 18 | 37433_—«([ 7037433 

Times Roman Cartridge 1255822 
| TimesRoman st prop. | 12 | 5688 | 7 Q5688 
| Times Romanbold st prop. | 14 «| 5709 =| =Q5709_ 
| TimesRomanbold prop. | 18 =| 5710 ~=— | -Q5710_ 
Times Roman Cartridge 1255823 
prop. |6 | 5685 ~—s | -Q5685_ 
| Times Roman bolditalic _—| prop. | 10 (| 5835, || 705835 
| TimesRoman st prop. | 10 —*(| 5687_— || = 5687, 
| TimesRomanbold prop. | 10 | 5707, | = Q5707_— 
[Times Romanitalic ___—'[prop. | 10 [6815  [-Qs58i5 
Combo (Data Stream 1) Cartridge 1255824 
| Prestige Elite sss sf 12 | 10, | be* [8G 
[Helvetica ———SSS~=*d prop. | v4 —«| 3405 ~—«(| B40 
| Orator CC QS 
|OCRA 29 QS 
pOCRB Ct? OS 
Helvetica Cartridge 1255825 
| Helvetica i prop. | 12 | 34104 | 234104 
| Helveticabold st prop. | 14 | 34125, || 7034125 
prop. 
Helvetica Cartridge 1255826 
| Helvetica st prop. | 6 | 34101 | = 34101 
| Helvetica sd prop. | 8B | 34102, || =Q34102_— 
| Helvetica bolditalic —-— | prop. | 10 | 34251 = | 7034251 
[Henetca prop. | 10 | aatag [= caatag 
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. PPDS 4029 Mode Fonts 


Font-Change 
Number | Command 

= Q34123 

0 = Q34231 


Cursive Cartridge 1255827 


Table C-4 (continued 


tl 


Helvetica bold 
Helvetica italic 


| Cursive sd prop. | 12 | 41783 | 541783 
| Cursive st prop. | 14 | 41803 | 741803 
[Cursive ———=SS*S*~*~*~=~di op. | 4B —«*| 41804 ~—«| QatO4 
Palatino Cartridge 1255828 
| Palatino st prop. | 12, | 6200, | = Q6200, 
| Palatino ss prop. | 14 | 6219, | 56219 
prop. | 18 | 6220, | 06220, 
Palatino Cartridge 1255829 
| Palatino prop. | BL GI97_— | 7 Q6197— 
| Palatino st prop. | 8 198, | = QGI9B 
| Palatino st prop. | 10 | 6199 || = Q6199_ 
| Palatinobold st prop. | 10 | 6218 =| 7 Q6218 
[Palatinoitalic ——~*({prop. | 10 | 6327 ~—~«(| -Qea27_—Sssi=s 
| Palatinobolditalic | prop. | 10 | 63847, | 7 Q6347_— 
| Optimabold st prop. | 14 | 33356 || = Q33356 
[Optimabold———~—=«d prop. | 18 | 3a357_ «| 033357 


Optima Cartridge 1255831 


Century Schoolbook 
Century Schoolbook bold 
Century Schoolbook bold 


Century S 
entury Schoolboo: 
Century Schoolbook 
Century Schoolbook 


" 
ron) 
© 
a 
Wy) 
J 
O 
ah, 
ep) 
© 
“ 
I) 


hoolbook Cartridge 1255833 
16949 3 Q16949 


| 16950 = Q16950 
16951 = Q16951 | 


oO 
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Table C-4 (continued). PPDS 4029 Mode Fonts 


Font-Change 
Number | Command 

5. 110 
| Century Schoolbook italic __—[prop. [10 [17079 |-Q17079_ 
| Century Schoolbook bolditalic| prop. [10 {17099 _=|=Q17099 

Goudy Old Style Cartridge 1255834 

| Goudy OldStyle ss prop. [12 =| 4920, = |= Q4920 
[Goudy Old Styiebold ___—([prop. [14 [4940 ‘| -Q4040 
| Goudy Old Style bold —_——=s[ prop. [18 [4041 —«[=Q4oat 


Goudy Old Style Cartridge 1255835 


J 

9) 
& 
co 
no 
ro) 


TeoudyodSiye_——i(prop. [6 | 4at7 «(aot 
"Goudy Old Style prop. [8 [ants Ts aaore 
"Goudy Old Style | prop. [10 [asta [>Qao19 
| Goudy Old Style bold prop. [10 [4939 |-Q4939 
Goudy Old Style italic [prop._ [10 [5047 [= Q5047___— 
[Goudy Oid Style bold italic prop. [10 [S067 [= 5067 


Baskerville Cartridge 1255836 


| Baskerville st prop. [12 18504 | =Q8504 
| Baskervillebold sf prop. | 14 | 8524 | 708524 
| Baskervillebold prop. [18 | 8525 | -.Q8525 
Baskerville Cartridge 12558237 
| Baskerville prop. [6 8501 | 28501 
| Baskerville | prop. [8 —s [8502S [08502 
| Baskerville sd prop. | 10 [8503 || -08503_— 
| Baskervillebold prop. [10 | 8523 |-708523_ 
| Baskervilleitalic | prop. [10 [8631 — |-Q8631_— 
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Table C-4 (continued). PPDS 4029 Mode Fonts 


Point | Typestyle | Font-Change 
Size | Number | Command 


Futura Cartridge 1255838 
| FuturaHeavy ss prop. | 14 | 33602 |~Q35602_ 
[FuturaHeay ———=iprop. | 78 [33603 —[-Q33603 
Futura Cartridge 1255839 
Futura Book prop. | 6 _—«(| 33589 ||=Q33589 
[FuturaBook——~=—~—=sdiprop. | 8 (| 33590 +~—«([-Q3a500 
| FuturaBook prop. | 10 | 33591 [= Q33591_ 
| FuturaHeavyy _—s—s——sdprop. | 10 ~—*(| 33601 ~—Ss |= Q33601_ Ss 
1 


Futura Heavy italic prop. | 10 33729 = Q33729 


Bar None Cartridge 


Code 3 of 9 


Line Draw 
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Table C-5. HP 4029 Mode Fonts 


Point | Typestyle | Font-Change 
Size |Number |Command | 


_ Resident Fonts 


Courier Cd Qt 
|Courierbold = i012 GG 
Courier HS 228" |= 223 
|Courier dB 254254 
HP Font Cartridge Fonts 
Combo Cartridge 1255824 


pOCRA Cid ts [Qa 
(OCRBSSC~“*‘~*~*sIN'SC*dSI'=S«dCSSC~‘“z CSCS 
Prestige ite ——~—=~=~ir—~dto «dee C«d 
POrtorSSC«*SC*dASCdSTC*d OS 
[Courier —S—~—“—*~*~*~s «dO C*d Cd 
[Heveticg ——=~S~*~*~idrop. +t —~aat0S, —[OBaTOS 


Supports M Cartridge 1255841 | 
86" 
111 .Q111 


Supports R Cartridge 1255842 


Prestige Elite 
Prestige Elite bold 
Prestige Elite italic 


= 
=) 

eas 

=_ 

NO 

J 

O 

nar 

—_ 

NO 


Voratorbod iS [18 [5 sa 
ec CX 
POratorbold ——SSS~dO «dC 
clines|—SsC~=“~*~“~*~*siO Cd C*d CS 
Tlinest’SC*~*~“~*~‘“~*~srIN'™C“*d~=«ddQS~*‘“dtQSS 


Supports U/V Cartridge 1255843 
|Swiss721sprop. [6 =| 34101 — [= Q34101_ 
|Swiss721 prop. [834102 [034102 
| Swiss721 bold sprop. [10 | 34123, | 3034123 
| Swiss721bold prop. [14 | 34125 [3034125 
a ee 


Letter Gothic 
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Table C-5 (continued). HP 4029 Mode Fonts 


Typestyle | Font-Change 
Number | Command 


Supports Z Cartridge 1255844 


| PressRomansprop. | 8185 | Q185 
| PressRoman (prop. [10 [186 = |= Qi86_ 
| PressRomanbold prop. | 10 [187 | 7187 
| PressRomanitalic Ss [prop. {10/188 | 7 Q18B 
| PressRoman —sdprop. [12 1189 = |=Qi89_ 
| PressRomanbold prop. | 12 [190 ~~ |-Q190 
| Press Romanitalic _———|prop. | 12 | 191 |=Qigt 
| PressRomanbold (prop. [14 | 192, |= Q192— 
8.5 | 255 
Supports Z Cartridge 1255845 

| Swiss721sprop. | 10 | 34103 || 534103 
| Swiss 721itaic prop. | 10 | 34231 [3034231 
[Swiss72t Ciro. ‘| 12 | 34104 —*[ 34104 
| Swiss 72titalic ss fprop. | 12 | 34282) | 7 Q34232 
| Swiss721_ ss sprop. 18 1 34102, || =Q34102,— 
| Swiss721 bold prop. | 10 | 34123 | 7 Q34123 


Courier bold 


Courier 
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Table C-5 (continued). HP 4029 Mode Fonts 


Point | Typestyle | Font-Change 
Size | Number | Command 


Supports N Cartridge 1255847 


Letter Gothic 12 | 12 
| LetterGothicbold — sss'12— 12) 110 | Q110 
| LetterGothicitaic sss s|12_—sf 12} 109 [= Qt09 
Supports T Cartridge 1255848 
| Swiss721 Cid prop. Gs 394101 =~ 17 Q34101—S 
| Swiss721 sd prop. [8 | 34102_~—s {34102 
prop. | 10 | 34123 |7034123 
| Swiss721 bold ss prop. | 12 =| 34124 | 734124 
prop. 
| Swiss721bold prop. | 8 | 34122, |7034122, 
| TaxLineDrew 0 12 30 30 
|) OCRACidHS 1s 1D QS 
Bar None Cartridge | 
fas [ai [-a@i—s 
| 10 mil 
fa EX 
Letter Gothic (Roman 8) r-Q36 
-Q88 
[-Q2250 0 
[=Q50, 
ast 
ose 


The keyboard scan codes shown in this Appendix are the factory defaults. 


AT Keyboard 


——___—_______—_— 


APPENDIX D: Scan Codes 


Appendix D. Scan Codes 


IE) 


MII 
AEIEI 


PC Keyboard 


ee 
BEE 


gage 
(2 Ja} 

alelsle 
ee IIE) 
BBaNnearn 
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oa O[, BS 
BepEaB 

Baus 

abel Aooa 
OOO ® qancn 
OO) © 


ao © we. 


Ole Brot 
PORTE) Se 
g iS Sa Gls) sofa 
7 aag : aoeo 
(x) (3) 
Yet (aE) 
(8) LS (2) Bae 
a agelq Es oa 
aao0 Delle 
Boonen a Gooaa 
ou aooeac 


APPENDIX E: Keyboard Templates 


Appendix E. Keyboard Templates 


The following table gives a general definition for each 5250 (host) key. 
Keyboard templates have been included. 


| 5250Keys | _—Fumctions ofthe Keys 
and performs the function assigned in the host’s program. 

| Del _——si|~—_—_—Deletes the character where the cursorislocated. | 

oa 
same field in the previous record. 

— | to the top left corner of the screen. 
Unlocks keyboard after it is locked because of error 
condition. The key will also reset the help, insert, command, 

Can be used as a field exit key in all fields. 

Operates much like the Field + key, but in signed numeric 
and numeric fields only. 

Used to exit fields that are specified in a program as field- 
Describes the current error condition. The error reset key 

will reset the help message and error condition to restore 

the screen and unlock the keyboard. 


Erases data entered in all input fields. The cursor will move 
Error Reset 

and system request modes. 

exit required, or as right justified. 


PIE) Ee Ie I Te TE I Ie Tbe Teen Tt Tes T= It iL] 
ee 
P= UII Le 
[LUI 
fe Pe 


Wi 
NO 
wi 
& 
rm 
= 
= 
rf 
a 
= 
=) 
4 
va) 
© 
2 
= 
ES) 
La | 
en 
© 
ad 
= 
ime 
o 
= 
= 
~ 


5250 Style on an AT Keyboard Status Line: 

rr-CC Cursor location 
(row-column) 

SA System Available 
MW Message Waiting 
KS Keyboard Shift 
IM Insert Mode 
ll Input Inhibited 
KB Keyboard Buffering 
Sn n=active logical unit 


An n=active host address 


Hee 
oe 
LILI 
Ee || 


af 


> 
a © | 
i | 
rr 
_ 
4 
5250 Style on a PC Keyboard Status Line: = 
| rr-CC Cursor location oe 
(row-column) ~ 
SA System Available = 
MW Message Waiting 4 
KS Keyboard Shift a 
IM Insert Mode -_ 
lI Input Inhibited 5 
KB Keyboard Buffering = 
Sn n=active logical unit a 
An n=active host address o 


COCO Be Sone 
SLL LL Eee Oo 
TIMI Ooo 


PUI _ LL 
| | | | IL 


5250 Style on an Enhanced Keyboard Status Line: 

rr-CC Cursor location 
(row-column) 

SA System Available 
MW -Message Waiting 
KS Keyboard Shift 
IM Insert Mode 
il Input Inhibited 
KB Keyboard Buffering 
sn n=active logical unit 


An n=active host address 


U1 
nN 
Ui 
—) 
re 
= 
= 
| med 
> 
= 
o 
— 
— 
© 
: 
> 
ES 
rr 
a | 
=) 
a 
= 
= 
=] 
=) 
= 
NM 


FOO OOOO ORE 
FULL Ley Gr 
Be LLL = oe 
FOU ce 
a 


Pb 

mo | 

i © | 

rm 

=_ 

= 

PC Style on an AT Keyboard Status Line: i 
rr-CC Cursor location ey 
(row-column) ~ 

SA System Available = 
MW Message Waiting S 

KS Keyboard Shift = 
IM Insert Mode _ 
i Input Inhibited 3 
KB Keyboard Buffering S 

Sn n=active logical unit ry 
An n=active host address o 


SDOOOOS Oooo Ee 
PU 
Sel = LLL EE 
COUCOUCOOOCIL ae: 
a. E  | 


SMOGNIM 40d JUVMLIOS NOILVINWI 0S7ZS 


PC Style on a PC Keyboard Status Line: 

rr-CC Cursor location 
(row-column) 

SA System Available 
MW Message Waiting 
KS Keyboard Shift 
IM Insert Mode 
il Input Inhibited 
KB Keyboard Buffering 
Sn n=active logical unit 


An =active host address 


EEE 
WWIII PLA 
EWI LIL 
Pt] CLL 


PW _] ell c 
| ee | |= | IL 


b= 

a © | 

= | 

re 

= 

~ 

PC Style on an Enhanced Keyboard Status Line: ie 
rr-CC Cursor location ee 
(row-column) ~ 

SA System Available — 
MW Message Waiting : 

KS Keyboard Shift as 
IM Insert Mode = 
iI Input Inhibited 3 
KB Keyboard Buffering o) 

sn n=active logical unit ry 
An n=active host address o 
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Appendix F. DIP-Switch Settings 


The following are DIP-switch settings for the PC455C-R2 and PC364C 
emulator cards. Look for a sticker labeled “PC Plug” and match the sticker 
to the appropriate chart. 


4 Session (PC Plug Q, PC Plug QK) 


Memory Address 
Switch Number 


* Factory default 


APPENDIX G: Helpful Hints When Using DOS 6.0 MemMaker 


Appendix G. Helpful Hints When Using 


DOS 6.0 MemMaker 


When using MemMaker (a memory-manager utility in MS-DOS 6.0) with 
the PC455C-R2, follow these procedures: 


1. 


Before running MemMaker, make sure the PC455C-R2 card has 
been enabled by typing at the prompt: cd\5250. (The directory where 
the emulation software was installed.) 


Run the emset command by typing at the prompt: emset XXXX. 
XXXX = address where emulator card is configured (default D000). 


After MemMaker is complete, the CONFIG SYS file must be 
modified. Using any text editor, locate the command 
DEVICE=C:\DOS\EMM386.EXE. At the end of this line, add the 
option X=xxxx-yyyy to exclude the memory used by the PC455C- 
R2 card. For example, if the card is configured at D000, the 
command would be X=D000-D7FF for the STD memory software. 
For LOW memory software, the command would be X=D000-D3FF. 
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Appendix H. Related Documentation 


These manuals may be helpful when installing and operating PC Support: 


IBM PC Support/36 Messages Guide, SC 21-9525 
IBM PC Support/36 Organizer, SC21-9563 

IBM PC Support/36 User’s Guide, SC21-9088 

IBM PC Support/38 Messages Guide, SC21-9360 
IBM PC Support/38 Technical Reference, SC21-9090 
IBM PC Support/38 User’s Guide, SC21-9089 


IBM PC Support AS/400 DOS Installation and Administration Guide, 
SC41-0006 


IBM PC Support AS/400 DOS and OS/2 Technical Reference, 
SC41-8091 


IBM PC Support AS/400 OS/2 User’s Guide, SC41-8200 
IBM PC Support AS/400 OS/2 Installation Guide, SC41-0007 
IBM PC Support AS/400 User’s Guide for DOS, SC41-8199 


Appendix |. PC Support/400 


The IBM PC Support/400 diskettes are required to install PC Support/400. 
PC Support/400 cannot be run in conjunction with standard terminal and 
printer emulation. Use either PC455C-R2 emulation or PC Support, but 
not both simultaneously. 
To install PC Support/400: 

1. Run INSTALL.EXE on the IBM PC Support disk. 


2. Select ENHANCED 5250 EMULATION for the installation, and 
follow the installation instructions. 


3. Go to the PC455C-R2 (or whatever name you designated) 5250 
directory. C:\Puét the name you chose for it here 


Type PCSINST.EXE<Enter> 
Verify that C:\PCS=STARTPCS.BAT is the correct file. 


Change the directory to PCS by typing: cd\PCS 


SD tS 


Start PC Support by typing: STARTPCS.BAT 


NOTE 


The PCSINSTL.EXE program does not always work. If you have 
problems, continue with the steps. If the installation is successful, PC 
Support is loaded. 


8. Go to the PC455C-R2 (or whatever name you designated) 5250 
directory. C:\Put the name you chose for it here 


9. Copy the files to the PCS directory by typing: 


COPY C:\Put the name you chose for it here\6809*.HEX 
COPY C:\Put the name you chose for it here\CONNAH.EXE 


10. Use Edit, EDLIN, or another editor to edit the STARTPCS.BAT file. 


11. Find the E5250AH or WSEAH command line. The position of this 
line will vary. 


——_____—________—_——__ 
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12. Replace E5250AH or WSEAH with CONNAH.EXE. 

13. Save and exit the editor. This completes the installation. 
14. Change the directory to PCS by typing: CD\PCS 

15. Start PC Support by typing: STARTPCS.BAT 


File Transfer 


The File Transfer function allows transfer files from the host to the PC 
(download) and from the PC to the host (upload). 


If transferring files in an application, make certain the application will 
accept the file format. 


The software is compatible with many file-transfer utilities. 


Shared Folders—This function allows PC data to be stored on the host in 
the same folder as the user when on the host. 


Virtual Disk—This function allows a portion of the host disk to be assigned 
to the PC. This disk space can be accessed as another disk drive. It expands 
PC storage capacity and allows access to data by other PCs. 


Virtual Printer—Allows data to be printed from the PC to a host system 
printer. This function must be configured during installation of the IBM 
PC Support software on the PC. 


For more details regarding file transfer, virtual disk, and virtual printer 
applications, refer to IBM PC Support manuals and related publications. 
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Appendix J. HP MIO Resident Scalable 
Font Numbers 


Font Font ID No. 
Letter Gothic 410 
Letter Gothic Bold 420 
Letter Gothic Italic 430 
Courier 460 
Courier Bold 470 
Courier Italic 480 
Courier Bold Italic 490 
Symbol 3400 
Wingdings 3500 
Dingbats 3600 
CG Omega 4919 
CG Omega Bold 4939 
CG Omega Italic 5067 
CG Times 5687 
CG Times Bold 5707 
CG Times Italic 5815 
CG Times Bold Italic 5835 
Arial 6199 
Arial Bold 6219 
Arial Italic 6327 
Arial Bold Italic 6347 
Garamond Antiqua 8503 
Garamond Halbefett 8523 
Garamond Kursiv 8631 
Garamond Kursiv Halbfett 8651 
Coronet 8759 
Claredon condensed 8779 
Marigold 8887 
Albertus medium 12855 
Albertus extra bold 12875 
Times New 16951 
Times New Bold 12875 


es | 
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Font Font ID No. 
Times New Italic 17079 
Times New Bold Italic 17099 
Antique Olive 33335 
Antique Olive Bold 33355 
Antique Olive Italic 33463 
Univers medium condensed 33591 
Univers Bold condensed 33601 
Univers Medium cond. Italic 33719 
Universe Bold condensed Italic 33729 
Universe Medium 34103 
Universe Bold 34123 
Universe Medium Italic 34251 
Univers Bold Italic 34251 


3812 Font Numbers which use the CG Times Typeface 


Sonoran-Serif 751 
Sonoran-Serif 1051 
Sonoran-Serif Bold 1053 
Sonoran-Serif Italic 1056 
Sonoran-Serif 1351 
Sonoran-Serif Bold 1653 
Sonoran-Serif Bold 2103 


APPENDIX K: WIN 95 Memory Manager with CONFIG.SYS 


Appendix K. WIN 95 Memory 
Manager with CONFIG.SYS 


° Initial Windows 95 installation automatically incorporates any programs 
already resident on your hard drive. If Windows 95 is not yet installed, 
load PC455-WIN first and then load Windows 95. 


° If installing PC455-WIN into Windows 95, follow these simple hints: 


Check for a memory manager in CONFIG.SYS and CONFIG.DOS. The 
common managers are EMM386, QEMM.SYS, and BLUEMAX. 


For EMM386 and QEMM, add the statement X=D000-D7FF 
For BLUEMAX, add the statement RAM=D000-D7FF 


The addresses that can be used are: 


C000-C7FF, C800-CFFF 
D000-D7FF, D800-DFFF 
E000-E7FF, E800-EFFF 


These memory managers with their statements must be added to the 
CONFIG.SYS and CONFIG.DOS files. Memory managers require that 
HIMEM.SYS be added first. Both files are located on the root drive. 
Windows 95 allows an easy edit of these config files by using these 
commands: 


ee ee ee ee ee ee 


Find the directory and the file, add himem.sys and the memory manager, 
then save the file. For example: 


DEVICE=C:\WINDOWS\HIMEM.SYS 
DEVICE=C:\WINDOWS\EMM386.EXE X=xxxx-yyyy 


Glossary 


code page—A set of coded characters often displayed as an array or code 
table. 


column separator—A vertical line used to separate one field from another. 


command—An instruction that directs the system to perform a particular 
operation. 


command keys—The keys on the top row(s) of the keyboard that are used 
to request a pre-assigned function of the system. 


Command Pass-Thru—This feature allows access to all of the built-in 
features of a printer, even if these features are not normally available 
through the host software. Printer-specific command sequences are placed 
into the data sent to the printer from the host. The emulation software 
recognizes these sequences and “passes the command through” to the 
printer. 

configuration—Software setup of a computer program or system. 


connector—A plug connected to a cable that fastens to a port on the back of 
a device. 


COR (Computer Output Reduction)—Rotates data-processing reports to 
landscape orientation and then compresses the text to fit 198 columns by 
66 lines on a page. 

cpi—Characters per inch. 

cursor—A character that indicates the position where data entry will occur. 


default—The value assumed when no other value is specified. 


default setting—The standard setting for a feature that automatically 
appears unless the user selects a different setting. 


delimiter—A character that marks the beginning and/or ending of a unit of 
data. | 


DIP switch—Used to provide user-accessible configuration settings. 
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direct access—A hotkey sequence used to take the user directly to the next 
host session configured. 


display screen—A monitor that is used to display alphanumeric characters. 


display station—An input/output device containing a display screen and an 
attached keyboard. Also called a terminal. 


DOS (Disk Operating System)—A single-user operating system developed 
by Microsoft. DOS can be referred to as PC-DOS for the IBM PC, PS/1, and 
PS/2 series, or referred to as MS-DOS? for PCs from other vendors. 

DOS EMM386—A memory-management program. 


dot-matrix printer—A text printer that prints a series of dots to create 
characters. 


driver—A program routine that contains instructions necessary to control 
the operation of a peripheral. 


duplex—Prints on both sides of the paper. 

EBCDIC (Extended Binary Coded Decimal Interchange Code)—A 
standard computer character set used to represent 256 standard characters. 
IBM midrange uses EBCDIC coding. 


emulation—The duplication or imitation of one device by another device. 


emulator card—A card that is installed into a PC that enables the PC and 
PC printer to emulate host devices while allowing access to PC applications. 


expanded memory—Area between 640K and 1M used as base memory. 


extended memory—Memory that has been added to allow programs 
greater than 640K of RAM to run on a computer. 


FGID (Font Global Identifier)—Font identifier used by IBM to standardize 
typestyle numbers used globally. 


field attributes—Control characters stored in the character buffer in the 
first character position of a field 


field—An undefined area that contains a certain type of data. 
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file extension—A three-letter suffix used to describe a file’s contents (in 
addition to a DOS file name)—for example, the “.SYS” in CONFIG.SYS. 


file transfer—A process used to transfer a file from one storage location to 
another. 


font—(1) A collection of characters of a Vales typeface and size. (2) Used 
generically to mean the collection of coded fonts, font character sets, and 
code pages. (3) A font file that contains characters that must be used in 
conjunction with a code page file. 


form feed—The advancing of a form in the printer to the top of the next 
page by a code sent to the printer from the computer. 


hex (hexadecimal)—A number system with a base of sixteen. Numbers 
used are digits 0 through 9 and letters A through F. 


hex transparency—See Command Pass-Thru. 
host—The central controlling processing unit in a twinax environment. 
hotkey—A selected key or key combination that accesses a menu command. 


HP mode—An emulation mode in which a third-party printer will receive 
HP LaserJet commands. 


IBM mode—An emulation mode in which a third-party printer will receive 
IBM laser-printer commands. 


intensity—The brightness level used to display the characters on the 
screen. 


1/O (Input/Output)—Transferring of data between the central processing 
unit and a peripheral device. Each transfer is an output from one device 
and an input into another device. 


keyboard template—A template that shows where keys are located on a 
keyboard. 


key click—The clicking sounds that keys make when pressed. The click can 
be disabled. | 
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landscape—A printing orientation in which the text prints across the length 
of a page. 


LED (light-emitting diode)—A light located on the back of the emulator 
card that lights up when the card communicates with the host. 


line feed—A character code that advances the cursor on screen in the 
printer to the next line. 


logical unit (abbreviated as LU)—Manages the exchange of data between 
the user and host application. 


Ipi (lines per inch)—The number of lines per vertical inch of paper. 
macros—Keystrokes that have been saved and can be played back. 


memory address—A code number that specifies a specific area in a 
computer’s RAM. 


message line—See status message. 
microcode—One or more micro-instructions. 
Microsoft Windows—A graphical user interface for DOS computers. 


motherboard—The main board in the PC into which other boards are 
installed. 


nonshifted—Allows keys to be entered as characters or functions similar to 
when a shift key is not held down on a PC or typewriter. 


PC Support—An IBM host/PC communications program that provides the 
emulator card with access to virtual disk, virtual printer, and shared folder 
functions. 


pitch—The number of characters per horizontal inch, or the positioning 
intervals of characters in a line of text. 


pixel—The smallest displayable unit on a video screen, out of which the 
displayed image is constructed. 


portrait—A printing orientation in which the text prints across the width of 
a page. 
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PPDS (Personal Printer Data Stream)—A printer programming language 
for some IBM laser printers and dot-matrix printers. 


prompt—A display symbol, word, or phrase that requests the user to enter 
data from the keyboard. 


RAM (Random Access Memory)—A storage device in which data is entered 
and retrieved in a non-sequential manner. 


record/playback—A keyboard macro function used to save keystrokes and 
then play them back. 


resident—Loaded in the computer’s memory. 

root directory—A directory that contains a list of files stored on that disk. 
Round Robin—A hotkey sequence used to take the user sequentially 
through the highest host session, then to the Printer Control Screen, and 
then to DOS. 

scan code—Code used to transmit data from the keyboard to the PC. 


session—An active connection between the terminal emulation and a host 
system. A session is opened when the user signs on. 


set text orientation—A command that prints text in a specified orientation 
regardless of paper size. 


simplex—Printing on only one side of the paper. 
status attributes—An option used to define how the status line is displayed. 


status line—A line on the screen that displays information to the operator 
concerning the processing of the text. 


status message—Information on the last line of the display screen that tells . 
the operator about display-station conditions. 


third-party—Supplied by a company other than the original manufacturer. 


truncate—To break or cut off a part of a number or character string. 
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twisted pair—A pair of small insulated wires commonly used in telephone 
cables that are twisted around each other to minimize interference from 
other wires in the cable. 


upper memory block—A block of memory between the 640K unit of 
conventional memory and 1MB running on MS-DOS or an IBM compatible 
computer. 

virtual disk—A portion of the host disk assigned to the PC. 


virtual printer—Allows users to print data from the PC to a host system 
printer. 


workstation—A display station or printer. 
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